


SLIKA OPIS ŠP VP CENA MP CENA

2MP HDCVI KAMERE

Model: HAC-T1A21-0280B Cooper
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
domet dioda do 20m; fixna optika, vidni ugao 2.8mm - 103°, Frame 
Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: DWDR, Max 2.7
W (12V DC, IR on), Kuciste: plasticno.
Dozna PFA135, Nosac PFA152-E.

VN010056 29.00 34.80

Model: HAC-B1A21-0360B Cooper
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
domet dioda do 20m; fixna optika, vidni ugao 3.6mm-  93° Frame 
Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: DWDR, Max 2.7
W (12V DC, IR on), Kuciste: plasticno.
Dozna PFA134, Nosac PFA152-E.

VN010055 27.00 32.40

Model: HAC-T2A21-0280B Cooper
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
domet dioda do 20m; fixna optika, vidni ugao 2.8mm - 103°, Frame 
Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: DWDR, Max 2.7
W (12V DC, IR on), Kuciste: metalno.
Dozna PFA130-E, Nosac PFA152-E.

VN010032 37.00 44.40

Model: HAC-B2A21-0360B Cooper
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
domet dioda do 20m; fixna optika, vidni ugao 3.6mm-  93°, Frame 
Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: DWDR, Max 2.7
W (12V DC, IR on), Kuciste: metalno.
Dozna PFA130-E, Nosac PFA152-E.

VN010031 33.00 39.60

Model: HAC-HDW1200TRQ-0280B
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 25m; fixna optika, vidni ugao/ 2.8mm 
- 103°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR, Max 3.3W (12V DC, IR on), Kuciste: plasticno.IP50 Zastita
Dozna PFA130-E, Dozna PFA13G.

VN010095 30.00 36.00



Model: HAC-HDW1200TRQ-A-0280B
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 25m; fixna optika, vidni ugao/ 2.8mm 
- 103°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR, Max 3.3W (12V DC, IR on), Kuciste: plasticno.Ugradjen 
mikrofon.IP50 Zastita
Dozna PFA130-E, Dozna PFA13G.

VN010126 36.00 43.20

Model: HAC-HFW1200C-0280
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 30m; fixna optika, vidni ugao 2.8mm- 
87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR, Max 3.3W (12V DC, IR on), Kuciste: plasticno. Zastita IP67.
Dozna PFA134 , PFA130E

VN010082 34.00 40.80

Model: HAC-HDW1200TQ-0280B
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 40m; fixna optika, vidni ugao 2.8mm- 
87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR, Max 3.3W (12V DC, IR on), Kuciste: plasticno.
Dozna PFA130-E

VN010085 37.00 44.40

Model: HAC-HFW1200T-0280
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 3.6mm- 
87.5°/ 2.8mm - 103°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR, Max 3.6W (12V DC, IR on), 
Kuciste: metalno. Zastita IP67. 
Dozna PFA134 , Nosac PFA152-E.

VN010011 40.00 48.00

Model: HAC-HDW1200TMQ-A-0280
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 60m; fixna optika, vidni ugao/ 2.8mm 
- 103°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR, Max 3.6W (12V DC, IR on),Integrisan mikrofon, Kuciste: 
metalno. Zastita IP67. 
Dozna PFA137 , Nosac PFA130-E.

VN010081 50.00 60.00

Model: HAC-HFW1200T-A-0280
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 3.6mm- 
87.5°/ 2.8mm - 103°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 3.6W (12V DC, IR on), 
Integrisan mikrofon. Kuciste: metalno. Zastita IP67. Dodaci: Dozna 
PFA134 , Nosac  PFA152-E.

VN010010 48.00 57.60

Model: HAC-HFW1200TL-0360
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 40m; fixna optika, vidni ugao 3.6mm- 
87.5°/ 2.8mm - 103°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 3.0W (12V DC, IR on),  
Kuciste: plasticno. Zastita IP67. Dozna PFA134 , Nosac PFA152-E.

VN010043 40.00 48.00



Model: HAC-HDW1200TL-A-028
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 3.6mm- 
87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR,  Max 3.0W (12V DC, IR on), Ugradjen mikrofon. Kuciste: 
metalno. Zastita IP67. Dozna PFA130-E , Nosac PFA152-E.

VN010058 40.00 48.00

Model: HAC-HDW1200TLMQ-0208B
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 2.8mm- 
119°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P,  Max 3.0
W (12V DC, IR on),  Kuciste: metalno. Zastita IP67. Dozna PFA130-E ,
PFA 13G,Nosac PFA152-E.

VN010098 43.00 51.60

Model: HAC-HDW1200TLMQ-0208B-BLACK
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 2.8mm- 
119°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P,  Max 3.0
W (12V DC, IR on),  Kuciste: metalno. Zastita IP67. Dozna PFA130-E ,
PFA13G, Nosac PFA152-E.

VN010106 41.00 49.20

Model: HAC-HFW1200TL-A-0360
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 80m; fixna optika, vidni ugao 3.6mm- 
87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR,  Max 4.9W (12V DC, IR on), Ugradjen mikrofon. Kuciste: 
plasticno. Zastita IP67. Dozna PFA134 , Nosac PFA152-E.

VN010005 45.00 54.00

Model: HAC-HFW1200TH-I8-0360
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 80m; fixna optika, vidni ugao 3.6mm- 
87.5°°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR,  Max 4.9W (12V DC, IR on),  Kuciste: plasticno. Zastita IP67. 
Dozna PFA130-E

VN010089 51.00 61.20

Model: HAC-HDBW1200E-0280
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 12, domet dioda do 30m; fixna optika, vidni ugao  2.8
mm - 103°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, 
WDR: DWDR,  Max 3.4W (12V DC, IR on),  Kuciste: metalno. Zastita 
IP67, IK10.
Dozna PFA136 , Nosac PFB203W ili PFA152-E.

VN010065 44.00 52.80

Model: HAC-HDW1231TLMQ-A-0280B starlight
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao / 2.8mm 
- 103°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR,  Max 3.4W (12V DC, IR on), Integrisan mikrofon. Kuciste: 
metalno. Zastita IP67,.Dozna PFA13G , Dozna 130-E.

VN010093 52.00 62.40



Model: HAC-HUM3200A-0280P-S5
4u1 2MP IC kamera u kućištu IC detektora. 4u1 (analogna, HDCVI, 
AHD, TVI) 2MP kamera. 2MP progressive scan CMOS. Objektiv 2.8
mm F2.0. Vidni ugao 105° horizontalno. IC iluminatori dometa 10m 
(940nm nevidljivi spektar). Osetljivost 0.01Lux/F2.0, (kolor). True 
day/night (ICR). BLC, HLC, DWDR, 2D DNR, Mirror, masking (do 8 
zona). Podržane rezolucije 1080P (1920×1080). Frame rate 
25/30fps@1080P, 25/30fps@960H.

VN010124 56.00 67.20

Model: HAC-HFW1231TLM-I6-A-0360B starlight
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 60m; fixna optika, vidni ugao / 3.6
mm- 87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, 
WDR: DWDR,  Max 3.4W (12V DC, IR on), Integrisan mikrofon. 
Kuciste: plastika+metal. Zastita IP67.Dozna PFA134 , Dozna 130-E.

VN010118 58.00 69.60

Model: HAC-HFW1231TM-I8-A-0360B starlight
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 80m; fixna optika, vidni ugao / 3.6
mm- 87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, 
WDR: DWDR,  Max 3.4W (12V DC, IR on), Integrisan mikrofon. 
Kuciste: plastika. Zastita IP67.Dozna PFA13G , Dozna 130-E.

VN010092 68.00 81.60

Model: HAC-HFW1200CL-IL-A-0360B Full color
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 20m; fixna optika, vidni ugao H: 
83°; V: 48°; D: 105°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 5.4W (12V DC, IR 
on),Integrisan mikrofon. Kuciste: plasticno. Zastita IP67.
Dozna PFA134, PFA130-E

VN010138 44.00 52.80

Model: HAC-HDW1200CLQ-IL-A-0280B Full color
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 20m; fixna optika, vidni ugao H: 
102°; V: 60°; D: 129°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 5.4W (12V DC, IR 
on),Integrisan mikrofon. Kuciste: plasticno. Zastita IP67.
Dozna PFA13G, PFB205W

VN010137 44.00 52.80

Model: HAC-HFW1200CMP-IL-A Full color
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 20m; fixna optika, vidni ugao 
2.80mm-102°; V: 60°; D: 129°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 5.4W (12V DC, IR 
on),Integrisan mikrofon. Kuciste: metalno. Zastita IP67.
Dozna PFA134, PFA130-E

VN010136 54.00 64.80

Model: HAC-HFW1200TLM-IL-A-0360B Full color
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 40m; fixna optika, vidni ugao H: 
83°; V: 48°; D: 105°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 5.4W (12V DC, IR 
on),Integrisan mikrofon. Kuciste: metalno+plastika. Zastita 
IP67.
Dozna PFA134, PFA130-E

VN010140 54.00 64.80



Model: HAC-HDW1200TLM-IL-A-0280B Full color
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 20m; fixna optika, vidni ugao 
102°; V: 60°; D: 129°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 5.4W (12V DC, IR 
on),Integrisan mikrofon. Kuciste: metalno. Zastita IP67.
Dozna PFA13A, PFB205W

VN010141 54.00 64.80

Model: HAC-HDW1200T-IL-A-0280B Full color
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 40m; fixna optika, vidni ugao 
102°; V: 60°; D: 129°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 5.4W (12V DC, IR 
on),Integrisan mikrofon. Kuciste: metalno. Zastita IP67.
Dozna PFA130-E, PFB204W

VN010139 60.00 72.00

Model: HAC-HDW1239T-A-LED-0280B-S2
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 40m; fixna optika, vidni ugao 3.6mm- 
87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR,  Max 5.4W (12V DC, IR on),Integrisan mikrofon. Kuciste: 
plasticno. Zastita IP67.
Dozna PFA139, PFA130-E

VN010091 65.00 78.00

Model: HAC-HFW1239TLM-A-LED
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 40m; fixna optika, vidni ugao 3.6mm- 
87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR,  Max 5.4W (12V DC, IR on),Integrisan mikrofon. Kuciste: 
plasticno. Zastita IP67.
Dozna PFA134, PFA130-E

VN010027 64.00 76.80

Model: HAC-HFW1239TU-Z-A-LED
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 4, domet dioda do 60m; fixna optika, vidni ugao 3.6mm- 
87.5°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
DWDR,  Max 5.4W (12V DC, IR on), Kuciste: plasticno-metalno 
iznutra. Zastita IP67.Ugradjen mikrofon.Dozna PFA139, PFA130-E

VN010119 129.00 154.80

Model: HAC-HDW1239TLQ-A-LED-0280B-S2
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP,4u1 (analogna, 
HDCVI, AHD, TVI) 2MP eyeball Full Color kamera
Smart bele led diode dometa do 20m;2.8mm F1.6 fiksni objektiv 
Frame Rate:30 fps@1080 WDR:130 dB true WDR, Kuciste metal + 
plastika, Ugradjen mikrofon, Zastita IP67
Dozna PFA13G, PFA130-E , Nosac PFB205W, PFA152-E.

VN010112 59.00 70.80

Model: HAC-HDW1200T-Z
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 60m; Motoriz. zoom 2.7-12mm, vidni 
ugao 105.9°~33.4°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 5.4W (12V DC, IR on),  
Kuciste: metalno. Zastita IP67.
Dozna PFA135, PFA130-E , Nosac PFB203W ili PFA152-E.

VN010013 77.00 92.40



Model: HAC-HDW1209TLQ-A-LED-0280B
1/2.8" CMOS 2mpx cip,Vidni ugao 106° horizontalno, 1080P 
(1920×1080),4u1 (analogna, HDCVI, AHD, TVI) 2MP eyeball Full 
Color kamera
Smart bele led diode dometa do 20m; 2.8mm F1.6 fiksni objektiv 
Frame Rate: 1920×1080@25 ili 1280×720@25 WDR: DWDR,  
Napajanje 12VDc ±30%/3.1W,OSD,  Integrisan mikrofon.Kuciste: 
metal+plastika. Zastita IP67.
Dozna PFA13G, PFA130-E , Nosac PFB205W ili PFA152-E.

VN010110 45.00 54.00

Model: HAC-HFW1209TLM-LED-0360B
1/2.8" CMOS 2mpx cip, 1080P (1920×1080),4u1 (analogna, HDCVI, 
AHD, TVI) 2MP bullet Full Color kamera
Smart bele led diode dometa do 40m; 3.6mm F1.6 fiksni objektiv 
3.6 mm: 103.6° × 86.9° × 46.3°
(diagonal × horizontal × vertical)Frame Rate:30 fps@1080 WDR: 
DWDR,
Dozna PFA134, PFA130-E , Nosac PFA152-E.

VN010114 43.00 51.60

Model: HAC-HFW1209C-LED-0280B
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP,4u1 (analogna, 
HDCVI, AHD, TVI) 2MP bullet Full Color kamera,Vidni ugao 106° 
horizontalno,
Smart bele led diode dometa do 20m; 2.8mm F1.6 fiksni objektiv 
Kuciste plasticno Frame Rate: 1920×1080@25 ili 1280×720@25 
WDR: DWDR,Zastita IP67
Dozna PFA134, PFA130-E , Nosac PFA152-E.

VN010111 41.00 49.20

Starlight

Model: HAC-HDW2241TE-0280B
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 50m;, vidni ugao 121° x 102° x 57°, 
Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: DWDR,  
Max 12.1W (12V DC, IR on),  Kuciste: plastika. Zastita IP67.
Dozna PFA136 , Nosac PFB203W ili PFA152-E.

VN010104 63.00 75.60

Model: HAC-HUM3201B-P-0280 Pinhole
4u1 2MP D/N board kamera sa pinhole objektivom; Starlight; True 
WDR. 4u1 (analogna, HDCVI, AHD, TVI) 2MP bullet IC kamera. 1/2.8” 
2 Megapixela Starvis™ CMOS. Efektivni broj piksela 1937(H) x 1097
(V). Rezolucija 1920×1080@25 fps ili 1280×720@25 fps. 2.8mm F2.4 
fiksni pinhole objektiv. Vidni ugao 103°. Osetljivost 0.05Lux/F2.4 
(kolor), 0.005Lux/F2.4 (C/B). Day/night (Elek.). 120dB True WDR. 
BLC. 2D + 3D DNR. OSD. .

VN010125 82.00 98.40

Starlight

Model: HAC-HFW2241E-A-0360
1/2.8" CMOS 2mpx cip.2MP 1080P(1920x1080).Broj dioda 2,domet 
dioda 40m.Fiksna optika 3.6mm-86.9° (110°/52.8°).Frame rate 
25/30fps@1080P, 25/30/50/60fps@720P.BLC / HLC / WDR.
Integrisan mikrofon.Kuciste:Aluminijum.Zastita IP67.Dozna PFA 
121,PFA152E.

VN010063 86.00 103.20



Starlight

Model: HAC-HDW2241T-A-0360
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 50m; Fixna optika, vidni ugao 3.6mm 
-86.9° / 2.8mm -110°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: 120dB,  Max 5.3W (12V DC, IR on),  
Integrisan mikrofon.Kuciste: metalno. Zastita IP67.
Dozna PFA135, PFA130-E , Nosac PFB203W ili PFA152-E.

VN010046 90.00 108.00

Starlight

Model: HAC-HFW2241T-I8-A-0360
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 4, domet dioda do 60m; Fixna optika, vidni ugao 3.6mm- 
86.9°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR:
120dB,  Max 10.1W (12V DC, IR on), Integrisan mikrofon. Kuciste: 
metalno. Zastita IP67.
Dozna PFA130-E , Nosac  PFA152-E.

VN010015 99.00 118.80

Starlight

Model: HAC-HFW2241T-Z-A
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 4, domet dioda do 80m; Motoriz. zoom 2.7-13.5mm, 
vidni ugao  108.7°~28.7°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR:120dB,  Max 8.2W (12V DC, IR on), 
Integrisan mikrofon. Kuciste: metalno. Zastita IP67.
Dozna PFA130-E , Nosac  PFA152-E.

VN010042 124.00 148.80

Starlight

Model: HAC-HDW2241T-Z-A
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
Smart infracrvene diode, domet dioda do 60m; Motoriz. zoom 2.7-
13.5mm, vidni ugao  108.7°~28.7°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR:120dB,  Max 8.2W (12V DC, IR on), 
Integrisan mikrofon. Kuciste: metalno. Zastita IP67.
Dozna PFA130-E , Nosac  PFA152-E.

VN010325 118.00 141.60

Starlight

Model: HAC-HDBW2241R-Z
1/2.8" CMOS 2mpx cip.2MP 1080P (1920×1080).Domet dioda do 
30m.Motorizovani zoom 2.7-13.5mm,vidni ugao 108.7°~28.7°.
Frame rate 25/30fps@1080P, 25/30/50/60fps@720P .Npajanje 12V 
DC ±30%.Kuciste :Aluminijum.Zastita  IP67, IK10.Dozna PFA 137.

VN010061 115.00 138.00

5MP HDCVI KAMERE

Model: HAC-HDW1500TRQ-0280B-S2
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 25m; fixna optika, vidni ugao 2.8mm - 
98°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR,  Max 4.2W (12V DC, IR on). Kuciste: plasticno. Zastita 
IP50.Nosac PFB205W

VN010084 41.00 49.20

Model: HAC-HFW1500C-0280B-S2
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 3, domet dioda do 30m; fixna optika, vidni ugao 2.8mm - 
98°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR,  Max 4.2W (12V DC, IR on). Kuciste: plasticno. Zastita 
IP65.Nosac PFA134,PFA130-E.

VN010078 45.00 54.00



Model: HAC-HDW1500TLMQ-A-0280B-S2
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 2.8mm - 
98°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR,  Max 4.2W (12V DC, IR on), Integrisan mikrofon. 
Kuciste: metalno. Zastita IP67. Dozna PFA13G , Nosac PFB205W

VN010053 57.00 68.40

Model: HAC-HFW1500CL-IL-A-0360B Full color
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 1, domet dioda do 20m; fixna optika, vidni ugao 3.6mm - 
92°; V: 48°; D: 109°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 
25/30fps@1080P, WDR: DWDR,  Max 4.2W (12V DC, IR on),Smart 
svetlo. Integrisan mikrofon. Kuciste: plasticno. Zastita IP67. Dozna 
PFA130-E , Dozna PFA 134.

VN010131 56.00 67.20

Model: HAC-HFW1500TH-I8-0360B
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 80m; fixna optika, vidni ugao 3.6mm- 
77.5°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR,  Max 4.2W (12V DC, IR on). Kuciste: plastika. Zastita 
IP67. Dozna PFA135 , Nosac PFA152-E

VN010087 62.00 74.40

Model: HAC-HDW1500TMQ-A-0280B
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 60m; fixna optika, vidni ugao 2.8mm - 
98°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR,  Max 4.2W (12V DC, IR on), Integrisan mikrofon. 
Kuciste: metalno. Zastita IP67. Nosac PFB205W.

VN010079 65.00 78.00

Model: HAC-HFW1500T-A-0280B
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 3.6mm- 
77.5°/ 2.8mm - 93°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 3.7W (12V DC, IR on), 
Integrisan mikrofon. Kuciste: metalno. Zastita IP67. Dodaci: Dozna 
PFA134 , Nosac  PFA152-E.

VN010044 62.00 74.40

Model: HAC-HFW1500TL-A-0360 
1/2.7" CMOS 5mpx cip, 5MP(2592×1944),
broj dioda 2, domet dioda do 80m; fixna optika, vidni ugao 3.6mm- 
77.5° / 2.8mm - 98°, Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 4.9W (12V DC, IR on), 
Integrisan mikrofon.  Kuciste: plasticno. Zastita IP67. Dozna PFA134 
, Nosac PFA152-E.

VN010037 65.00 78.00

Model: HAC-HDW1500TLM-IL-A-0280B Full color
1/2.7" CMOS 5mpx cip, 5MP(2592×1944),
broj dioda 1, domet dioda do 20m; fixna optika, vidni ugao 2.8mm- 
125°×106°×56° , Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 4.9W (12V DC, IR on), 
Smart svetlo.Integrisan mikrofon.  Kuciste: metalno. Zastita IP67. 
Dozna PFA13A-E , Nosac PFA205W.

VN010133 67.00 80.40



Model: HAC-HFW1500TLM-IL-A-0360B Full color
1/2.7" CMOS 5mpx cip, 5MP(2592×1944),
broj dioda 2, domet dioda do 40m; fixna optika, vidni ugao 3.6mm- 
92°; V: 48°; D: 109° , Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 4.9W (12V DC, IR on), 
Smart svetlo.Integrisan mikrofon.  Kuciste: metalno. Zastita IP67. 
Dozna PFA130-E , Dozna PFA134.

VN010134 67.00 80.40

Model: HAC-HDW1500T-IL-A-0280B Full color
1/2.7" CMOS 5mpx cip, 5MP(2592×1944),
broj dioda 2, domet dioda do 40m; fixna optika, vidni ugao 2.8mm- 
106°; V: 56°; D: 125° , Frame Rate: 25/30fps@1080P, 
25/30/50/60fps@720P, WDR: DWDR,  Max 4.9W (12V DC, IR on), 
Smart svetlo.Integrisan mikrofon.  Kuciste: metalno. Zastita IP67. 
Dozna PFA130-E , Nosac PFB204W.

VN010130 70.00 84.00

Model: HAC-HFW1500D-0360
1/3" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 80m; fixna optika, vidni ugao 3.6mm- 
77.5° , Frame Rate:20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR,  Max 4.6W (12V DC, IR on), 
Kuciste: metalno. Zastita IP67.
Dozna PFA135, PFA130-E , Nosac PFA152-E.

VN010020 70.00 84.00

Model: HAC-HDW1500T-Z-A-2712
1/2.7" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 60m; Motoriz. zoom 2.7-12mm, vidni 
ugao 98°~34°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 
25/30fps@1080P, WDR: DWDR, Max 8.2W (12V DC, IR on),  Integrisan 
mikrofon.Kuciste: metalno. Zastita IP67.
Dozna PFA130-E , Nosac PFB203W ili PFA152-E.

VN010039 107.00 128.40

Model: HAC-HFW1500R-Z-IRE6-A-2712
1/2.7" CMOS 5mpx cip,  5MP(2592×1944), 
broj dioda 4, domet dioda do 60m; Motoriz. zoom 2.7-12mm, vidni 
ugao 98°~34°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 
25/30fps@1080P, WDR: DWDR, Max 12W (12V DC, IR on), Integrisan 
mikrofon.Kuciste: metalno. Zastita IP67.
Dozna PFA130-E , Nosac  PFA152-E.

VN010034 107.00 128.40

Model:HAC-HDW1509T-A-LED-0360B
1/2.7 inch CMOS 5mpx cip,5MP(2592x1944),
broj dioda 1,domet LED dioda do 20m;fixna optika
3.6mm,vidni ugao 111°~83,frame rate:20fps@5MP,
25fps@4MP,25fps@1080P,WDR: DWDR,Max 3.0W (12V DC, white 
light on),Integrisan mikrofon.Kuciste:Metalno duz unutrasnjosti 
kucista.Zastita IP67,Dodaci:dozna 130-E

VN010057 81.00 97.20

Model:HAC-ME1509TH-A-PV-0360B TIOC
1/2.7 inch CMOS 5mpx cip,5MP(2880 × 1620),
broj dioda 2,plavo-crveno svetlo,domet LED dioda do 40m;fixna 
optika 3.6mm,vidni ugao 111°~83,frame rate:20fps@5MP,
25fps@4MP,25fps@1080P,WDR: DWDR,Max 3.0W (12V DC, white 
light on)Ugradjen mikorofon.Funkcija inteligentnog glasovnog 
alarma koja se može koristiti sa planiranim AI AI KSVR dostupna je 
samo za TiOC 2.0 kameru.Elektronsko odmagljivanje.Integrisan 
mikorofon.Kuciste:Metalno kuciste.Zastita IP67,Dodaci:dozna 130-
E.

VN010121 139.00 166.80



Model:HAC-ME1509H-A-PV-028B TIOC
1/2.7 inch CMOS 5mpx cip,5MP(2880 × 1620),
broj dioda 2,plavo-crveno svetlo,domet LED dioda do 40m;fixna 
optika 3.6mm,vidni ugao 111°~83,frame rate:20fps@5MP,
25fps@4MP,25fps@1080P,WDR: DWDR,Max 3.0W (12V DC, white 
light on)Ugradjen mikorofon.Funkcija inteligentnog glasovnog 
alarma koja se može koristiti sa planiranim AI AI KSVR dostupna je 
samo za TiOC 2.0 kameru.Elektronsko odmagljivanje.Kuciste:
Metalno kuciste.Zastita IP67,Dodaci:dozna 130-E.PFA137

VN010127 139.00 166.80

Model:HAC-HDW1509TLQ-A-LED-0360B
4 u 1 full color eyeball kamera, CMOS 5mpx cip,5MP(2592x1944),
domet LED dioda do 20m;fixna optika
3.6mm,horizontalni vidni ugao 88°,frame rate:Max 25 fps@5MP,
WDR: 120dB true WDR,Integrisan mikrofon.Kuciste:metal + 
plastika.
Zastita IP67,Dodaci:dozna 13G 130-E,nosaci PFB205W i PFA152-E

VN010113 74.00 88.80

Model:HAC-HFW1509T-A-LED-0360B
1/2.7 inch CMOS 5mpx cip,5MP(2592x1944),
broj dioda 1 ,domet LED dioda do 20m;fixna optika
3.6mm,vidni ugao 111°~83,frame rate:20fps@5MP,
25fps@4MP,25fps@1080P,WDR: DWDR,Max 3.0W (12V DC, white 
light on),Integrisan mikrofon.Kuciste:Metalno.
Zastita IP67,Dodaci:dozna 134

VN010077 63.00 75.60

Model: HAC-HFW1509TLM-A-LED-0360B
1/2.7" CMOS 5mpx cip,  5MP(2592×1944), 
broj dioda 2, domet LED dioda do 40m;fixna optika 3.6mm,vidni 
ugao 111°~83, Frame rate:20fps@5MP,
25fps@4MP,25fps@1080P, WDR: DWDR,Max 5.0W (12V DC, white 
light on), Integrisan mikrofon.Kuciste:plasticno.
Zastita IP67,Dodaci:dozna 134,Nosac 152-E

VN010080 81.00 97.20

Model: HAC-HDW2501TMQ-A
1/2.8" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 60m; Fixna optika, vidni ugao 98°
~49°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR, Max 10W (12V DC, IR on),  Integrisan mikrofon.Kuciste: 
aluminijum. Zastita IP67. Dozna PFA130-E,PFA137
 

VN010100 91.00 109.20

Starlight

Model: HAC-HFW2501TU-A-0360B
1/2.8" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 4, domet dioda do 80m; Fixna optika, vidni ugao 98°
~49°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR, Max 10W (12V DC, IR on),  Integrisan mikrofon.Kuciste: 
metalno iznutra. Zastita IP67. Dozna PFA130-E,PFA135
 

VN010105 100.00 120.00

Starlight

Model: HAC-HDW2501T-A
1/2.8" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 56m; Fixna optika, vidni ugao 98°
~49°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR, Max 10W (12V DC, IR on),  Integrisan mikrofon.Kuciste: 
aluminijum. Zastita IP67. Dozna PFA130-E 
 

VN010048 105.00 126.00



Starlight

Model: HAC-HFW2501T-I8-A
1/2.8" CMOS 5mpx cip,  5MP(2592×1944), 
broj dioda 4, domet dioda do 80m; Fixna optika, vidni ugao 102°
~29°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 25/30fps@1080P, 
WDR: DWDR, Max 12.4W (12V DC, IR on), Integrisan mikrofon.
Kuciste: aluminijum. Zastita IP67.
Dozna PFA130-E , Nosac  PFA152-E

VN010049 111.00 133.20

Starlight

Model: HAC-HDW2501T-Z-A
1/2.8" CMOS 5mpx cip, 5MP(2592×1944), 
broj dioda 2, domet dioda do 60m; Motoriz. zoom 2.7-13.5mm, 
vidni ugao 102°~29°, Frame Rate: 20fps@5MP, 25/30fps@4MP, 
25/30fps@1080P, WDR: DWDR, Max 10W (12V DC, IR on),  Integrisan 
mikrofon.Kuciste: metalno. Zastita IP67.
Dozna PFA130-E , Nosac PFB203W ili PFA152-E.

VN010029 133.00 159.60

Starlight

Model: HAC-HFW2501TU-Z-A-27135
1/2.8" CMOS 5mpx cip, 5MP(2592×1944),
broj dioda 4, domet dioda do 80m; Motoriz. zoom 2.7-13.5mm,
vidni ugao 102°~29°, Frame Rate: 20fps@5MP, 25/30fps@4MP,
25/30fps@1080P, WDR: DWDR, Max 12.4W (12V DC, IR on),
Integrisan mikrofon.Kuciste: metalno. Zastita IP67.Dozna PFA130-
E , Nosac PFA152-E, PFA135.

VN010115 144.00 172.80

8MP HDCVI KAMERE

Model: HAC-HFW1800T-A-028
1/2.7 inch CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K.broj dioda 1,
domet dioda 30m.Fiksna optika.2.8mm: 125°×105°×56° 
(diagonal×horizontal×vertical).CVI: 4K@15fps; 5M@20fps; 
4M@25fps/30fps
AHD: 4K@15fps; 5M@20fps; 4M@25fps/30fps
Integrisan mikrofon.Kuciste unutrasnjost metal ,spolja plastika.
IP67, 12V±30%DC.Dozna PFA134,PFA152-E

VN010107 72.00 86.40

Model: HAC-HFW1800TH-I8-036
1/2.7 inch CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K.broj dioda 2,
domet dioda 80m.Fiksna optika.3.6mm: 104° x87°x47°
(diagonal×horizontal×vertical).CVI: 4K@15fps; 5M@20fps; 
4M@25fps/30fps
AHD: 4K@15fps; 5M@20fps; 4M@25fps/30fps
Kuciste plastika,nosac metalni.IP67, 12V±30%DC.Dozna PFA12A,
PFA130-E,PFA152-E

VN010108 76.00 91.20

Model: HAC-HFW1800TL-A-0360B
1/2.7 inch CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K,domet dioda 
80m.Fiksna optika.3.6mm: 104° x 87° x 47° (diagonal x horizontal x
vertical).CVI: 4K@25/30fps; 4K@15fps; 5M@20fps; 4M@25fps/30fps
AHD: 4K@15fps; TVI: 4K@15fps,WDR DWDR , 
Integrisan mikrofon.Kuciste metal + plastika.IP67, .Dozna PFA 134 
PFA12A, NOSAC PFA152-E

VN010109 71.00 85.20



Model: HAC-HFW1801TLM-IL-A-0360B Full color
1/2.7 inch CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K,domet dioda 
40m.Fiksna optika.3.6mm: 88°; V: 46°; D: 105° (diagonal x horizontal 
x
vertical).CVI; 4K@15fps; 5M@20fps; 4M@25fps/30fps
AHD: 4K@15fps; TVI: 4K@15fps,WDR DWDR , 
Smart svetlo.Integrisan mikrofon.Kuciste metal+plastika.IP67, .
Dozna PFA130-E, Dozna PFA134

VN010132 100.00 120.00

Model: HAC-HDW1801T-IL-A-0280B Full color
CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K,domet dioda 40m.
Fiksna optika.2.8mm: 104° x 87° x 47° (diagonal x horizontal x
vertical).CVI: 4K@15fps; 5M@20fps; 4M@25fps/30fps
AHD: 4K@15fps; TVI: 4K@15fps,WDR DWDR , Smart dual light
Integrisan mikrofon.Kuciste metal.IP67, .Dozna PFA13A-E, NOSAC 
PFB205W

VN010129 106.00 127.20

Model: HAC-HFW1809TLM-A-LED-0360B Full color
CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K,domet dioda 40m.
Fiksna optika.3.6mm: 104° x 87° x 47° (diagonal x horizontal x
vertical).CVI: 4K@25/30fps; 4K@15fps; 5M@20fps; 4M@25fps/30fps
AHD: 4K@15fps; TVI: 4K@15fps,WDR DWDR , 
Integrisan mikrofon.Kuciste metal + plastika.IP67, .Dozna PFA 134 
PFA12A, NOSAC PFA152-E

VN010123 131.00 157.20

Model: HAC-HDW2802T-A-028
1/1.8" CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K.broj dioda 2,
domet dioda 50m.Fiksna optika.2.8mm: 125°×105°×56° 
(diagonal×horizontal×vertical).CVI: 4K@15fps; 5M@20fps; 
4M@25fps/30fps
AHD: 4K@15fps; 5M@20fps; 4M@25fps/30fps.Integrisan mikrofon.
Kuciste:Aluminijum.IP67, 12V±30%DC.Dozna PFA130E

VN010066 116.00 139.20

Starlight

Model: HAC-HDBW2802R-028
1/1.8" CMOS 8mpx cip. 8MP 3840 (H)×2160 (V), 4K.broj dioda 1,
domet dioda 30m.Fiksna optika.2.8mm: 125°×105°×56° 
(diagonal×horizontal×vertical).CVI: 4K@15fps; 5M@20fps; 
4M@25fps/30fps
AHD: 4K@15fps; 5M@20fps; 4M@25fps/30fps.Kuciste:Aluminijum.
IP67, IK10,12V±30%DC.Dozna PFA137,PFB203W

VN010064 133.00 159.60

PTZ KAMERE

Model: SD22204-GC-LB
1/2.8" STARVIS CMOS 2mpx cip, 1080P(1920×1080), 4X opticki 
zoom, optika:2.7 mm–11 mm ;  vidni ugao H: 112.5°–30°; V: 54.2°
–19.9°; D: 122.3°–40.6°, Frame Rate:25/30fps@1080P, 
25/30/50/60fps@720P, BLC / HLC / WDR(120dB), Napajanje: 
AC24V/1.5A(±10%); Potrosnja:  5W, Kuciste: metalno. Zastita IP66, 
IK10.
Nosac PFB203W,PFB305W,PFA152-E

VN010086 203.00 243.60



Starlight

Model: SD42215-HC-LA
1/2.8" STARVIS CMOS 2mpx cip, 1080P(1920×1080), 15X opticki 
zoom, optika: 5.3mm~64mm;  vidni ugao 58.2° ~ 4.8°, Frame Rate:
25/30fps@1080P, 25/30/50/60fps@720P,OSD meni,BLC / HLC / 
WDR(120dB), Napajanje: AC24V/1.5A(±10%); Potrosnja:  10W, 
Kuciste: metalno. Zastita IP66, IK10.
Nosac PFB300C, PFA150, PFA151,

VN010101 371.00 445.20

Starlight

Model: SD49225-HC-LA
1/2.8" STARVIS CMOS 2mpx cip, 1080P(1920×1080), 25X opticki 
zoom,domet do 100m. optika: 4.8mm~120mm;  vidni ugao 67.5° ~ 
3.2°, Frame Rate:Sub stream1: D1/CIF(1 ~ 25/30fps),Sub stream2: 
720P/D1/CIF(1 ~ 25/30fps)AC24V/1.5A(±10%); Potrosnja:  DC 
12V/3A, Kuciste: metalno. Zastita IP66, 

VN010083 460.00 552.00

Starlight

Model: SD50232-HC-LA
1/2.8" STARVIS CMOS 2mpx cip, 1080P(1920×1080), 32X opticki 
zoom,  optika: 4.5mm~135mm  vidni ugao 67.8° ~ 2.4°, Frame Rate:
25/30fps@1080P, 25/30/50/60fps@720P,OSD meni,BLC / HLC / 
WDR(120dB), Napajanje: AC24V/1.5A(±10%); Potrosnja:  13W23W
(Heater on), Kuciste: metalno. Zastita IP66, IK10.
Nosac PFB300C, PFA150, PFA151.

VN010102 782.00 938.40

SNIMACI

Model: XVR1B04-I
4-kanalni Penta-bridž 1080N/720p Cooper 1U 1HDD VizSense 
digitalni video rekorder.H.265+/H.265 dvotočna video kompresija.
Podržava punokanalno AI-kodiranje.Podržava 
HDCVI/AHD/TVI/CVBS/IP video ulaze.Maksimalno 5 kanala za IP 
kameru, svaki kanal do 2MP; Maksimalna propusna moć do 20 
Mbps.Do 4 kanala video strim (analogni kanal) SMD Plus

VN010524 83.00 99.60

Model: XVR1B08-I
8-kanalni Penta-bridž 1080N/720P Cooper 1U digitalni video 
rekorder.H.265+/H.265 dvotočna video kompresija
Podržava HDCVI/AHD/TVI/CVBS/IP video ulaze
Maksimalno 10 kanala za  kamere, svaki kanal do 2MP/6MP; 
Maksimalna propusna širina 20/40Mbps
Velika udaljenost prenosa preko koaksijalnog kabla
Podržava 1 SATA HDD, do 6TB. Full channel AI-Coding

VN010526 104.00 124.80

Model: XVR1B16-I
16-kanalni Penta-bridž 1080N/720p kompaktni 1U 1HDD VizSense 
digitalni video rekorder.H.265+/H.265 dvotočna video kompresija.
Podržava punokanalno AI-kodiranje.Podržava 
HDCVI/AHD/TVI/CVBS/IP video ulaze
Maksimalno 18 kanala za ulaz IP kamere, svaki kanal do 6MP; 
Maksimalna propusna moć do 64 Mbps.Velika udaljenost prenosa 
preko koaksijalnog kabla.Do 8 kanala video strim (analogni kanal) 
SMD Plus

VN010525 166.00 199.20



Model: XVR5104HS-I3
4ch snimac (HDCVI, HDTVI, AHD, CVBS, IP); dodatno 4+2 IP kamere 
do 6mpx; Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija 
snimanja :5M-N(1~10fps), 4M-N/1080P(1~15fps), 
1080N/720P/960H/D1/CIF (1~25/30fps); 1 HDMI ,1 VGA; Rezolucija 
prikaza: 1920×1080, 1280×1024, 1280×720; 1audio ulaz, 1 audio 
izlaz; audio preko koaksijalnog kabla; 1HDD do 6TB; Napajanje 
12V/1.5A

VN010530 110.00 132.00

Model: XVR5108HS-I3
8ch snimac (HDCVI, HDTVI, AHD, CVBS, IP); dodatno 8+4 IP kamere 
do 6mpx; Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija 
snimanja :5M-N(1~10fps), 4M-N/1080P(1~15fps), 
1080N/720P/960H/D1/CIF (1~25/30fps); 1 HDMI ,1 VGA; Rezolucija 
prikaza: 1920×1080, 1280×1024, 1280×720; 1audio ulaz, 1 audio 
izlaz; audio preko koaksijalnog kabla; 1HDD do 6TB; Napajanje 
12V/1.5A

VN010531 167.00 200.40

Model: XVR5116HS-I3
16ch snimac (HDCVI, HDTVI, AHD, CVBS, IP); dodatno 16+ 8 IP mere 
do 6mpx; Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija 
snimanja :5M-N(1~10fps), 4M-N/1080P(1~15fps), 
1080N/720P/960H/D1/CIF (1~25/30fps); 1 HDMI ,1 VGA; Rezolucija 
prikaza: 1920×1080, 1280×1024, 1280×720; 1audio ulaz, 1 audio 
izlaz; audio preko koaksijalnog kabla; 1HDD do 6TB; Napajanje 
12V/1.5A

VN010534 263.00 315.60

Model: XVR5104HS-4KL-I3
4ch snimac (HDCVI/AHD/TVI/CVBS/IP); dodatno 4+4 IP kamere do 
8mpx; Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija 
snimanja : 4K/6MP/5MP/4K-N/4MP/3MP/4M-N, 
1080P/720P/960H/D1/CIF; 1 HDMI ,1 VGA; Rezolucija prikaza:  HDMI: 
3840×2160, 1920×1080, 1280×1024, 1280×720
VGA: 1920×1080, 1280×1024, 1280×720 ; 1audio ulaz, 1 audio izlaz; 
audio preko koaksijalnog kabla; 1HDD do 10TB; Napajanje 12V/2A

VN010532 170.00 204.00

Model: XVR5108HS-4KL-I3
8ch snimac (HDCVI/AHD/TVI/CVBS/IP); dodatno 8+8 IP kamere do 
8mpx; Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija 
snimanja : 4K/6MP/5MP/4K-N/4MP/3MP/4M-N, 
1080P/720P/960H/D1/CIF; 1 HDMI ,1 VGA; Rezolucija prikaza:  HDMI: 
3840×2160, 1920×1080, 1280×1024, 1280×720
VGA: 1920×1080, 1280×1024, 1280×720 ; 1audio ulaz, 1 audio izlaz; 
audio preko koaksijalnog kabla; 1HDD do 10TB; Napajanje 12V/2A

VN010535 276.00 331.20

Model: XVR5116H-4KL-I3
16ch snimac (HDCVI/AHD/TVI/CVBS/IP); dodatno 16+16 IP kamere 
do 8mpx; Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija 
snimanja : 4K/6MP/5MP/4K-N/4MP/3MP/4M-N, 
1080P/720P/960H/D1/CIF; 1 HDMI ,1 VGA; Rezolucija prikaza:  HDMI: 
3840×2160, 1920×1080, 1280×1024, 1280×720
VGA: 1920×1080, 1280×1024, 1280×720 ; 1audio ulaz, 1 audio izlaz; 
audio preko koaksijalnog kabla; 1HDD do 10TB; Napajanje 12V/3A

VN010536 560.00 672.00



Model: XVR5216AN-I3
16ch snimac (HDCVI, HDTVI, AHD, CVBS, IP); dodatno 16+16 IP 
kamere do 6mpx; Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja: 5M-N(1~10fps), 4M-N/1080P(1~15fps), 
1080N/720P/960H/D1/CIF (1~25/30fps); 1 HDMI ,1 VGA; Rezolucija 
prikaza: HDMI:3840×2160, 2560×1440, VGA: 1920×1080, 1280×1024, 
1280×720 1audio ulaz, 1 audio izlaz; audio preko koaksijalnog 
kabla; 2HDD do 10TB; Napajanje 12V/1.5A

VN010533 342.00 410.40

Model: XVR5216A-4KL-I2
16ch snimac (HDCVI, HDTVI, AHD, CVBS, IP).odatno 16+16 IP 
kamere do 8mpx;Kompresija:H.265+/H.265/H.264+/H.264;
Rezolucija snimanja:4MN/1080P/720P/960H/D1/CIF(1fps–
25/30fps);
Substream:960H(1fps–15fps);D1/CIF(1fps–25/30fps).1 HDMI ,1 VGA;
Rezolucija prikaza: HDMI:3840×2160, 2560×1440, VGA: 1920×1080, 
1280×1024, 1280×720.720 1 audio ulaz, 1 audio izlaz; audio preko 
koaksijalnog kabla; 2HDD do 10TB; 
Napajanje:DC 12V/5A

VN010516 573.00 687.60

Model: XVR5216A-4KL-I3
16ch snimac (HDCVI, HDTVI, AHD, CVBS, IP).Penta-brid video 
snimač sa 16 analogna kanala plus 16 dodatnih IP kanala rezolucije 
do 8MP. AI tehnologija.
Maksimalna rezolucija snimanja 8MP. Frame rate: 4K (1fps–7fps); 
6MP (1fps–10fps); 5MP (1fps–12fps); 4K-N, 4MP/3MP (1fps–15fps); 
4M-N/1080P (1fps–25/30fps). Bandwidth In 128Mbps, Bandwidth 
Out 128Mbps. Kompresija snimanja: H.265+. 1x VGA, 1x HDMI. 4x 
audio in, 1x audio out. 16x alarm in, 3x alarm out. 1x RJ45 
10M/100M/1000M mrežni interfejs. 1x USB 2.0, 1x USB 3.0. RS485 
komunikacija. 2HDD maksimalnog kapaciteta 16TB po disku. Face 
Recognition, Perimeter Protection, SMD Plus. 

VN010539 663.00 795.60

Model: XVR5232AN-I2
32ch snimac (HDCVI, HDTVI, AHD, CVBS, IP); Max 32 kanala za IP 
kamere do 6mpx; Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucijasnimanja:5M-N, 4M-N, 1080P, 1080N, 720P, 960H, D1, CIF;
Sub stream:960H(1fps–15fps);D1/CIF(1fps–25/30fps)  Rezolucija 
prikaza: HDMI:3840×2160, 2560×1440, 1920×1080, 1280×1024, 
1280×720,VGA: 1920×1080, 1280×1024, 1280×720; 1audio ulaz, 1 
audio izlaz; audio preko koaksijalnog kabla; 2HDD do 10TB; 
Napajanje 12V/5A

VN010523 543.00 651.60

IP VIDEO NADZOR IMOU

Model: IPC-C22EP-D
IP WiFi 2MP Cube IC kamera Imou serija 2,8mm IC 10m Mikrofon, 
zvučnik Micro SD slot IP IC cube kamera 2MP 1/2,7” progressive 
scan CMOS Efektivni broj piksela 1920×1080 IC LE diode dometa 
cca 10m Fiksni objektiv 2,8mm (Vidni ugao 115) True D/N funkcija 
(IRC) BLC/ HLC/ DWDR 3D DNR Masking (do 4 zone) H,264/ H,264B/ 
H,264H/ MJEPG kompresija Rezolucija/frame rate do 1080P/15FPS 
Protokoli IPv4/IPv6, HTTP, TCP/IP, UDP, UPnP, ICMP, IGMP, SNMP, 
RTSP, RTP, SMTP, NTP, DHCP, DNS, FTP, QoS Inkorporiran 
mikrofon i zvučnik Integrisan Wi-Fi (IEEE802,11b/g/n) dometa cca 
30m na otvorenom Micro SD slot (podržane kartice kapaciteta do 
64GB)

VN010374 50.00 60.00



Model: IPC-K22P
 WiFi 2MP cube IC kamera; 1/2.7” CMOS, progresivno skeniranje; 
Efektivni broj piksela 1920×1080; Fiksni objektiv 2.8mm (Vidni 
ugao: 105° horizontalno); H.265/H.264 kompresija, do 25/30fps u 
svim rezolucijama; IC LE dioda dometa 10m; Wi-Fi (IEEE802.
11b/g/n, 2.4 GHz) dometa cca. 50m na otvorenom; IC alarmni 
detektor; Detekcija pokreta, detekcija promene nivoa zvuka, 
detekcija IC detektorom; Inkorporiran mikrofon i zvučnik, 
dvosmerni audio; Reset taster; Alarmni ulaz/izlaz; RJ-45 100Mbps 
mrežni port; Interoperabilnost – CGI, ONVIF; Podržava skladištenje 
na NVR, Cloud ili lokalno (uz Micro SD karticu); ImouLife aplikacija 
za iOS, Android i Windows

VN050001 74.00 88.80

Model: IPC-K42P
 WiFi 4MP cube IC kamera; 1/3” CMOS, progresivno skeniranje; 
Efektivni broj piksela 2560×1440; Fiksni objektiv 2.8mm (Vidni 
ugao: 97° horizontalno); H.265/H.264 kompresija, do 25/30fps u 
svim rezolucijama; IC LE dioda dometa 10m; Wi-Fi (IEEE802.
11b/g/n, 2.4 GHz) dometa cca. 50m na otvorenom; IC alarmni 
detektor; Detekcija pokreta, detekcija promene nivoa zvuka, 
detekcija IC detektorom; Inkorporiran mikrofon i zvučnik, 
dvosmerni audio; Reset taster; Alarmni ulaz/izlaz; RJ-45 100Mbps 
mrežni port; Interoperabilnost – CGI, ONVIF; Podržava skladištenje 
na NVR, Cloud ili lokalno (uz Micro SD karticu)

VN050002 85.00 102.00

IP VIDEO NADZOR 2MP

Model: IPC-HFW1230S1-0280B-S5
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao 2.8mm - 
106°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
120dB, 12V DC/PoE ,Max 4.9W (12V DC, IR on)Kuciste: 
metal+plastika. Zastita IP67. IVS Analitika: Intrusion; tripwire.
Dozna PFA134 , Nosac PFA152-E.

VN010362 66.00 79.20

Model: IPC-HDW1230S-0280B-S5
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 12, domet dioda do 30m; fixna optika, vidni ugao 2.8mm 
- 106°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
120dB, 12V DC/PoE ,Max 4.9W (12V DC, IR on)Kuciste: 
metal+plastika. Zastita IP67. IVS Analitika: Intrusion; tripwire.
Dozna PFA130-E , Nosac PFB203W.

VN010356 80.00 96.00

Model: IPC-HFW1230S-0280B-S5
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 18, domet dioda do 30m; fixna optika, vidni ugao 2.8mm 
- 106°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
120dB, 12V DC/PoE ,Max 4.9W (12V DC, IR on)Kuciste: 
metal+plastika. Zastita IP67. IVS Analitika: Intrusion; tripwire.
Dozna PFA134 , Nosac PFA152-E.

VN010422 80.00 96.00

Model: IPC-HFW2241T-ZAS-27135
2MP IR Vari-focal Bullet WizSense Network Camera je mrežna 
kamera visoke definicije sa varifokalnim objektivom i infracrvenim 
LED osvetljenjem. Opremljena je naprednim funkcijama poput 
detekcije pokreta, audio detekcije i alarmnih sistema. Pruža 
visokokvalitetnu sliku čak i pri niskom osvetljenju, uz podršku za 
efikasno kodiranje videa i fleksibilno upravljanje propusnim 
opsegom. Sa IP67 ocenom otpornosti na vodu i prašinu, ova 
kamera je pogodna za spoljašnju upotrebu, dok opcionalna IK10 
zaštita dodatno štiti od vandalizma. Idealna je za različite 
sigurnosne potrebe, pružajući pouzdano nadgledanje i detekciju 
nepravilnosti.

VN010480 246.00 295.20



Model: IPC-HFW2249T-AS-IL 2MP 3.6mm Smart Dual Light Fixed-
focal Bullet WizSense Network Camera je napredna mrežna 
kamera visoke definicije sa fiksnim objektivom, opremljena 
inteligentnim funkcijama za nadzor. Ključne karakteristike 
uključuju:
CMOS senzor od 2 megapiksela koji omogućava visokokvalitetne 
slike čak i pri niskom osvetljenju.
Maksimalna rezolucija od 2 MP (1920 × 1080) pri brzinama od 25/30 
fps.
Kodek H.265 za visoku kompresiju i ultra-niski bit rate.
Ugrađeno toplo svetlo i IR LED diode sa maksimalnim dometom od 
60 m za IR osvetljenje i 50 m za toplo svetlo.
Podržava ROI i SMART H.264+/H.265+ za efikasno kodiranje videa i 
prilagodljivost različitim uslovima propusnog opsega i skladištenja.
Funkcije poput rotacionog moda, WDR, 3D NR, HLC, BLC, digitalnog 
vodenog žiga prilagođene različitim scenama nadzora.
Inteligentni nadzor za detekciju intruzije, linije prolaska, detekciju 
vozila i ljudi.
Detekcija nepravilnosti kao što su pokret, manipulacija video 
sadržajem, audio detekcija i mnoge druge.
Alarmni ulazi i izlazi, audio ulazi i izlazi, podrška za Micro SD kartice 
do 256 GB, ugrađen mikrofon.
Napajanje putem 12 VDC ili PoE sistema, olakšavajući instalaciju.
IP67 ocena otpornosti na vodu i prašinu, sa opcionalnom IK10 
zaštitom od vandalizma.
SMD Plus funkcija za dodatnu inteligentnu detekciju.

VN011310 185.00 222.00

Model: IPC-HDW1230T1-0280B
IP 2MP eyeball IC kamera; Entry serija; 2.8mm; IC 30m; IP67. IP 
eyeball IC kamera 2MP. 1/2.7” progressive scan low illuminance 
CMOS (1920×1080 piksela). Osetljivost 0.01Lux /F2.0(kolor), 0Lux (IC 
aktivan). IC LE diode dometa cca. 30m, Smart IR. Objektiv 2.8mm 
F2.0 (Vidni ugao 105°). 3.6mm opciono (87°). True D/N funkcija 
(IRC). BLC/ HLC/ DWDR. 3D DNR. ROI. Masking (do 4 zone). H.265/H.
264H/MJPEG(Sub Stream) kompresija. H.265+/H.264+ podrška. 
Rezolucije 1080P /1.3M /720P /D1 /VGA /CIF. Dual Stream. Do 
25/30fps u 2MP i nižim rezolucijama. RJ-45 (10/100Base-T) mrežni 
port. Protokoli IPv4, HTTP, HTTPS, TCP, UDP, ARP, RTP, RTSP, 
SMTP, FTP, DHCP, DNS, NTP, Multicast.
Dozna PFA136 ,PFA130-E. Nosac PFA152-E.

VN010360 73.00 87.60

Model: IPC-HFW1239DQ-PV-STW
2 MP CMOS senzor za visokokvalitetne slike u svim uslovima 
osvetljenja.
Rezolucija do 2 MP pri 25/30 fps.
H.265 kompresija za efikasno upravljanje prostorom za 
skladištenje.
Ugrađena topla svetlost i IR LED osvetljenje do 30 m.
SMART H.264+/H.265+ za prilagodljivo kodiranje.
Detekcija pokreta, video manipulacije i druge abnormalnosti.
Podržava Micro SD kartice do 256 GB; ugrađeni mikrofon i zvučnik.
Napajanje putem 12 VDC.
IP67 zaštita od vremenskih uslova i prašine.
Podrška za detekciju ljudi.

VN011301 111.00 133.20

Model: IPC-HDW1239DT-PV-STW 
2 MP CMOS senzor za visokokvalitetne slike.
Rezolucija do 2 MP pri 25/30 fps.
Koristi H.265 za visoku kompresiju.
Topla svetlost i IR LED do 30 m.
SMART H.264+/H.265+ za prilagodljivo kodiranje.
Detekcija pokreta, video manipulacije i druge abnormalnosti.
Podrška za Micro SD kartice do 256 GB.
Napajanje putem 12 VDC.
IP67 zaštita.
Detekcija ljudi.

VN011302 111.00 133.20



Model: IPC-HDW1239T1-LED-0280B-S5
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 10m; fixna optika, vidni ugao 2.8mm - 
106°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
120dB, 12V DC/PoE ,Max 4.9W (12V DC, IR on)Kuciste: 
metal+plastika. Zastita IP67.
Dozna PFA136 , Nosac PFA152-E.

VN010400 78.00 93.60

Model: IPC-HFW1239S1-LED-0280B-S5
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 10m; fixna optika, vidni ugao 2.8mm - 
106°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
120dB, 12V DC/PoE ,Max 4.9W (12V DC, IR on)Kuciste: 
metal+plastika. Zastita IP67.
Dozna PFA134 , Nosac PFA152-E.

VN010399 78.00 93.60

Model: IPC-HDBW1230E-0280B-S5
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 24, domet dioda do 30m; fixna optika, vidni ugao 3.6
mm- 92°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, 
WDR: 120dB, 12V DC/PoE ,Max 5.5W (12V DC, IR on), Kuciste: 
metalno. Zastita IP67, IK10. IVS Analitika: Intrusion; tripwire.Dozna 
PFA136, Nosac PFA152-E.

VN010361 79.00 94.80

Model: IPC-HFW1230T-ZS-S5
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 50m; motorizovani zoom, Frame 
Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 120dB, 12V 
DC/PoE ,Max 5.5W (12V DC, IR on), Micro SD Card (support max. 256 
GB)
Kuciste: metalno. Zastita IP67, IK10. IVS Analitika: Intrusion; 
tripwire.

VN010363 141.00 169.20

Model: IPC-HFW1230DS-SAW-0280B
1/3" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao
2.8mm - 100°, Frame Rate: 25/30fps@1080P,
25/30/50/60fps@720P,Ugradjen mikrofon. WDR: 120dB,12V DC, IR 
on), Micro SD Card (support max.
256 GB)
Kuciste: metalno. Zastita IP67, .Dozna PFA134,PFA152-E

VN010432 83.00 99.60

Model: IPC-HDBW1230DE-SW-0280
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 18, domet dioda do 30m; fixna optika, vidni ugao 2.8mm 
- 104°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR: 
120dB, Max 5.5W (12V DC, IR on), Micro SD Card (support max. 256 
GB).Kuciste: metalno. Zastita IP67, IK10.Dozna PFA136,PFA152-E

VN010428 92.00 110.40



Model: IPC-HDW1230T-ZS-2812-S5
1/2.7" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 40m; Motoriz.zoom, vidni ugao 2.7-
13.5mm, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, 
WDR: 120dB, 12V DC/PoE ,Max 5.5W (12V DC, IR on), Micro SD Card 
(support max. 256 GB)
Kuciste: metalno. Zastita IP67.Dozna PFB205W,PFA152-E

VN010398 133.00 159.60

Model: IPC-HFW2249S-S-IL-0280B Full color
1/2.8” CMOS sa progresivnim skeniranjem. Color: 0.002 Lux@F1.6. 
Maksimalna rezolucija 1920x1080. Fiksna optika 2.8mm. 
Kompresija H.265+/H.264+. Nivo zaštite IP67. 120dB WDR. Domet 
LED dioda 30 metara. integrisan mikrofon. Slot za microSD karticu 
do 256GB. Video analitika: Tripwire, intrusion (classification and 
accurate detection of vehicle and human). 12v napajanje,PoE. 
Odgovarajuća dozna je PFA134, 130-E. Nosač za banderu je PFA152-
E. Materijal: Metal. 

VN010469 143.00 171.60

Model: IPC-HDW2249TM-S-IL-0280B Full color
1/2.8” CMOS sa progresivnim skeniranjem. Color: 0.002 Lux@F1.6. 
Maksimalna rezolucija 1920x1080. Fiksna optika 2.8mm. 
Kompresija H.265+/H.264+. Nivo zaštite IP67. 120dB WDR. Domet 
LED dioda 30 metara. integrisan mikrofon. Slot za microSD karticu 
do 256GB. Video analitika: Tripwire, intrusion (classification and 
detection of vehicle and human). 12v napajanje,PoE. Odgovarajuća 
dozna je PFA130-E. Nosač za banderu je PFA152-E. Zidni nosač je 
PFB205W. Materijal: Metal i Plastika. 

VN010470 150.00 180.00

Model: IPC-HDBW2241E-S-028
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 3, domet dioda do 30m; Fiksna optika, vidni ugao 106°; 
V: 56°; D: 127°, Frame Rate: 1920 × 1080@(1–25/30 fps, WDR: 120dB, 
12V DC/PoE ,Max 6.4W (12V DC, IR on), Micro SD Card (support max. 
256 GB).Ugradjen mikrofon.Kuciste: metalno. Zastita IP67, IK10. IVS 
Analitika: Intrusion; tripwire.
Dozna PFA136, PFB203W.

VN010451 135.00 162.00

Model: IPC-HFW3249E-AS-LED-0280B
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m;fiksna optika , vidni ugao 107°
–55°-127°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, 
WDR:120dB, 12V DC/PoE , Max 9.6W (12V DC, IR on), Micro SD Card 
(support max. 256 GB) Integrisan mikrofon. Kuciste: metalno. 
Zastita IP67. Dozna PFA134,Nosac PFA152-E

VN010482 200.00 240.00

Model: IPC-HDW3249H-AS-PV-0280B Tioc
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 1, domet dioda do 30m;fiksna optika , vidni ugao 107°
–28°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR:
120dB, 12V DC/PoE , Max 9.6W (12V DC, IR on), Micro SD Card 
(support max. 256 GB) Integrisan mikrofon. Kuciste: metalno. 
Zastita IP67. Dozna PFA137

VN010382 166.00 199.20



Model: IPC-HFW3249T1-AS-PV-0280B Tioc
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 2, domet dioda do 40m;fiksna optika, vidni ugao 109°
–28°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR:
120dB, 12V DC/PoE , Max 9.6W (12V DC, IR on), Micro SD Card 
(support max. 256 GB) Integrisan mikrofon. Kuciste: metalno. 
Zastita IP67, Dozna PFA130-E , Nosac  PFA152-E.

VN010383 191.00 229.20

Model: IPC-HDBW3241F-AS-M
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 8, domet dioda do 30m;fiksna optika, vidni ugao 109°
–28°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR:
120dB, 12V DC/PoE , Max 9.6W (12V DC, IR on), Micro SD Card 
(support max. 256 GB) Integrisan mikrofon. Kuciste: metalno. 
Zastita IP67,IK10, Dozna PFA139 , Nosac  PFA152-E.

VN010335 136.00 163.20

Model: IPC-HDBW3241E-AS-0280B
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 5, domet dioda do 50m;fiksna optika, vidni ugao 106°, 
Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, WDR:120dB, 
12V DC/PoE , Max 9.6W (12V DC, IR on), Micro SD Card (support max. 
256 GB) Integrisan mikrofon. Kuciste: metalno. Zastita IP67,IK10, 
Dozna PFA136 , Nosac  PFA152-E.

VN010395 136.00 163.20

Model: IPC-HDBW4231F-AS-0360/0280
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj dioda 10, domet dioda do 20m; fixna optika, vidni ugao 3.6
mm- 87°/ 2.8mm - 104°, Integrisan mikrofon, Frame Rate:Main 
Stream: 1080P (1~50/60fps), Sub Stream: D1(1~50/60fps), Third 
Stream: 1080P(1~25/30fps), WDR: 120dB, 12V DC/PoE ,Max 4.5W 
(12V DC, IR on), Micro SD Card (support max. 256 GB)
Kuciste: metalno. Zastita IP67, IK10. IVS Analitika: Intrusion; 
tripwire, detekcija lica.
Dozna PFA139.

VN010321 171.00 205.20

FullColour

Model: IPC-HDW2239T-AS-LED-0280-S2
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj LED dioda 2, domet LED dioda do 30m;Integrisan mikrofon,  
fixna optika, vidni ugao 2.8mm - 107°, Frame Rate: 
25/30fps@1080P, 25/30/50/60fps@720P, WDR: 120dB, 12V DC/PoE ,
Max 7.1W (12V DC, IR on), Micro SD Card (support max. 256 GB).
Ugradjen mikrofon. Kuciste: metalno. Zastita IP67. IVS Analitika: 
Intrusion; tripwire.Dozna PFA130-E , Nosac  PFA152-E.

VN010344 104.00 124.80

Model: IPC-HFW2239S-SA-LED-0280-S2
1/2.8" CMOS 2mpx cip, 1080P (1920×1080), 2MP
broj LED dioda 1, domet LED dioda do 30m; fixna optika, vidni ugao  
2.8mm - 107°, Frame Rate: 25/30fps@1080P, 25/30/50/60fps@720P, 
WDR: 120dB, 12V DC/PoE ,Max 7.1W (12V DC, IR on), Micro SD Card 
(support max. 256 GB).Ugradjen mikrofon.Kuciste: metalno. Zastita 
IP67. IVS Analitika: Intrusion; tripwire.
Dozna PFA134 , Nosac PFA152-E.

VN010343 104.00 124.80



Model: IPC-HDW2241TM-S-0280B
1/2.8" 2MP eyeball IC kamera; WizSense serija; IC 30m; 2.8mm; 
IP67; Micro SD slot; Mikrofon; Starlight+; SMD+. AI IP eyeball IC 
kamera 2MPprogresivno skeniranje (1920×1080 piksela). Starlight+. 
Osetljivost 0.002Lux /F1.6 (kolor), 0.0002 lux/F1.6 (C/B), 0Lux (IC 
aktivan.) IC LE dioda dometa cca. 30m. Objektiv 2.8mm (Vidni ugao 
107° horizontalno).  AI Analitika – detekcija prelaska definisane 
linije i ulaska/izlaska u definisani region (uz detekciju ljudi i vozila) 
– SMD+. Smart H.265+ /H.265 /Smart H.264+ /H.264 /H.264H /H.
264B /MJPEG kompresija. Rezolucije 1080P /1.3M /720P /D1 /VGA 
/CIF. Dozna PFA130-E i PFB205W

VN010454 135.00 162.00

Model: ITC215-PW6M-IRLZF-B
AI IP bullet kamera za prepoznavanje registarskih tablica. 1/2.8″ 
2MP progressive scan CMOS.. IC LE diode dometa do 12m. 
Motorizovani zum objektiv 3.2-10.5mm F1.6-F3.3, automatski 
fokus, automatski (DC) iris. Podesivi vidni ugao 108.1˚~ 30.3˚ 
horizontalno.Sa podrškom za detekciju i klasifikaciju vozila 
(veličina, boja, tip) i karakteristika osoba na prednjim sedištima. 
Snapshot registarske tablice, overview snapshot i snimanje. 
Ugrađena Bela lista sa do 10.000 unosa. Rele za kontrolu 
rampe/barijere. Ulaz za okidanje prepoznavanja induktivnom 
petljom.

VN010090 815.00 978.00

IP VIDEO NADZOR 4MP

Model: IPC-HDW1431S-0280B-S4
1/3" CMOS 4mpx cip, 4MP (2688×1520), 
broj dioda 12, domet dioda do 30m; Fixna optika, vidni ugao 106° 
Frame Rate:2688 × 1520(1 fps-20 fps),2560 × 1440 (1 fps-25/30 fps),
704 × 576 (1 fps-25 fps),704 × 480 (1 fps-30 fps), WDR: 120dB, 12V 
DC/PoE ,Max 7.5W (12V DC, IR on), Kuciste: metalno+plastika. 
Zastita IP67. IVS Analitika: Intrusion; tripwire.
Dozna PFA130-E, Nosac PFA152-E.

VN010397 104.00 124.80

Model: IPC-HFW1431S-0280B-S4
1/3" CMOS 4mpx cip, 4MP (2688×1520), 
broj dioda 18, domet dioda do 30m; Fixna optika, vidni ugao 106° 
Frame Rate:2688 × 1520(1 fps-20 fps),2560 × 1440 (1 fps-25/30 fps),
704 × 576 (1 fps-25 fps),704 × 480 (1 fps-30 fps), WDR: 120dB, 12V 
DC/PoE ,Max 7.5W (12V DC, IR on), Kuciste: metalno. Zastita IP67. 
IVS Analitika: Intrusion; tripwire.
Dozna PFA134, Nosac PFA152-E.

VN010094 104.00 124.80

Model: IPC-HFW1430DS-SAW-036B
1/3" CMOS 4mpx cip, 4MP (2688×1520),
broj dioda 1, domet dioda do 30m; Fixna optika, vidni ugao 90°
Frame Rate:2688 × 1520(1 fps-20 fps),2560 × 1440 (1 fps-25/30
fps),704 × 576 (1 fps-25 fps),704 × 480 (1 fps-30 fps), WDR:
120dB,  ,Max 7.5W (12V DC, IR on), Micro SD Card
(support max. 128 GB),Ugradjen mikrofon.Kuciste: metalno. Zastita 
IP67, IK10. IVS
Analitika: Intrusion; tripwire.
Dozna PFA134, Nosac PFA152-E.

VN010433 109.00 130.80



Model: IPC-HDBW1430DE-SW-0280B
1/3" CMOS 4mpx cip, 4MP (2688×1520),
broj dioda 3, domet dioda do 30m; Fixna optika, vidni ugao 106°
Frame Rate:2688 × 1520(1 fps-20 fps),2560 × 1440 (1 fps-25/30
fps),704 × 576 (1 fps-25 fps),704 × 480 (1 fps-30 fps), WDR:
120dB ,Max 7.5W (12V DC, IR on), Micro SD Card
(support max. 128 GB).Kuciste: metalno. Zastita IP67, IK10. IVS
Analitika: Intrusion; tripwire.
Dozna PFA136, Nosac PFA152-E.

VN010429 113.00 135.60

Model: IPC-HDW1430DT-STW
4 MP CMOS senzor za visokokvalitetne slike u svim uslovima 
osvetljenja.
Rezolucija do 4 MP pri 20 fps, podrška za 3 MP pri 25/30 fps.
H.265 kompresija za efikasno upravljanje prostorom za 
skladištenje.
IR LED osvetljenje do 30 m u mraku.
Detekcija pokreta, video manipulacije i druge abnormalnosti.
Dvostruke antene za WiFi sa dometom do 120 m.
Podrška za Micro SD kartice do 256 GB.
Dvosmerna audio komunikacija.
Napajanje putem 12 VDC.
IP67 zaštita od vremenskih uslova i prašine.

upit upit

Model: IPC-HDBW1431E-0280B
1/3" CMOS 4mpx cip, 4MP (2688×1520), 
broj dioda 3, domet dioda do 30m; Fixna optika, vidni ugao 106° 
Frame Rate:2688 × 1520(1 fps-20 fps),2560 × 1440 (1 fps-25/30 fps),
704 × 576 (1 fps-25 fps),704 × 480 (1 fps-30 fps), WDR: 120dB, 12V 
DC/PoE ,Max 7.5W (12V DC, IR on), Kuciste: metalno. Zastita IP67, 
IK10. IVS Analitika: Intrusion; tripwire.
Dozna PFA136, Nosac PFB203W.

VN010404 111.00 133.20

Model: IPC-HDW2441TM-S-0280B
1/2.9" CMOS 4mpx cip,  4MP (2688×1520)
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao H: 95°; 
V: 52°; D: 114°, Frame Rate: 2688 × 1520 (1 fps-20 fps),
2560 × 1440 (1 fps-25/30 fps),704 × 576 (1 fps-25 fps),
704 × 576 (1 fps-30 fps) WDR: 120dB, 12V DC/PoE ,Max 5W (12V DC, 
IR on);Ugradjen mikrofon.Micro SD Card (support max. 256 GB)
Kuciste: metalno,nosac plastican. Zastita IP67. IVS Analitika: 
Intrusion; tripwire.
Dozna PFA130-E , Nosac PFA152-E,Nosac PFB205W

VN010448 181.00 217.20

Model: IPC-HDW2441TM-S-0280B-BLACK
1/2.9" CMOS 4mpx cip,  4MP (2688×1520)
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao H: 95°; 
V: 52°; D: 114°, Frame Rate: 2688 × 1520 (1 fps-20 fps),
2560 × 1440 (1 fps-25/30 fps),704 × 576 (1 fps-25 fps),
704 × 576 (1 fps-30 fps) WDR: 120dB, 12V DC/PoE ,Max 5W (12V DC, 
IR on);Ugradjen mikrofon.Micro SD Card (support max. 256 GB)
Kuciste: metalno,nosac plastican. Zastita IP67. IVS Analitika: 
Intrusion; tripwire.
Dozna PFA130-E , Nosac PFA152-E,Nosac PFB205W

VN010471 181.00 217.20



Model: IPC-HDW2449TM-S-IL-0280
1/2.9" CMOS 4mpx cip,  4MP (2688×1520)
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao H: 95°; 
V: 52°; D: 114°, Frame Rate: 2688 × 1520 (1 fps-20 fps),
2560 × 1440 (1 fps-25/30 fps),704 × 576 (1 fps-25 fps),
704 × 576 (1 fps-30 fps) WDR: 120dB, 12V DC/PoE ,Max 5W (12V DC, 
IR on),1 (IR LED); 1 (Warm light)  Ugradjen mikrofon.Micro SD Card 
(support max. 256 GB)
Kuciste: metalno,nosac plastican. Zastita IP67. IVS Analitika: 
Intrusion; tripwire.
Dozna PFA130-E , Nosac PFA152-E,Nosac PFB205W

VN010450 197.00 236.40

Model: IPC-HDW2449S-S-IL-0280
1/2.9" CMOS 4mpx cip,  4MP (2688×1520)
broj dioda 1, domet dioda do 30m; fixna optika, vidni ugao H: 95°; 
V: 52°; D: 114°, Frame Rate: 2688 × 1520 (1 fps-20 fps),
2560 × 1440 (1 fps-25/30 fps),704 × 576 (1 fps-25 fps),
704 × 576 (1 fps-30 fps) WDR: 120dB, 12V DC/PoE ,Max 5W (12V DC, 
IR on),1 (IR LED); 1 (Warm light)  Ugradjen mikrofon.Micro SD Card 
(support max. 256 GB)
Kuciste: metalno,nosac plastican. Zastita IP67. IVS Analitika: 
Intrusion; tripwire.
Dozna PFA130-E , Dozna PFA134,Nosac PFA152-E

VN010449 193.00 231.60

Model: IPC-HFW2439S-SA-LED-0208
1/3" CMOS 4mpx cip,  4MP (2688×1520)
broj dioda 1, domet dioda do 30m; Fiksna optika , vidni ugao 104°, 
Frame Rate: 2688 × 1520 (1 fps-20 fps), 2560 × 1440 (1 fps-25/30 
fps),704 × 576 (1 fps-25 fps),
704 × 480 (1 fps-30 fps) WDR: 120dB, 12V DC/PoE ,Max 9.6W (12V DC, 
IR on), Micro SD Card (support max. 256 GB)
Kuciste: metalno. Zastita IP67. IVS Analitika: Intrusion; tripwire.
Integrisan mikrofon,Dozna PFA134

VN010353 152.00 182.40

Model: IPC-HFW2441T-AS-0360B
4MP, 1/2.9” CMOS, progresivno skeniranje, nisko osvetljenje, 
visoka definicija slike.Izlazi mak. 4MP (2688x1520) @ 30 fps.
Udaljenost osvetljenja: IC LE diode dometa 80m SMART H.
264+/H.265+, fleksibilno kodiranje, primenljivo na različite 
propusne opsege i okruženja za skladištenje.Režim rotacije, 
VDR, 3D NR, HLC, BLC, digitalni vodeni žig, primenljiv na 
različite scene nadgledanja.Inteligentna detekcija: upad, 
tripvire (podržava klasifikaciju i tačnu detekciju vozila i ljudi). 
IP konflikt, ilegalan pristup i otkrivanje napona.Alarm: 1 Ulaz: 
5mA 3V–5V DC; 1 Izlaz: 300mA 12V DC; podržava maks. 256 G 
Micro SD kartica, Mikrofon,Audio ulaz/izlaz.12V DC/PoE 
napajanje.IP67 zaštita.Dozna PFA130-E,Nosac PFA152-E,

VN010472 181.00 217.20

Model: IPC-HFW3449T1-AS-PV-TioC
4MP, 1/2.7” CMOS senzor slike, nisko osvetljenje, visoka definicija 
slike.Izlazi mak. 4MP (2688 × 1520) @ 30 fps.Udaljenost osvetljenja: 
40 mROI, SMART H.264+/H.265+, fleksibilno kodiranje, primenljivo 
na različite propusne opsege i okruženja za skladištenje.Režim 
rotacije, VDR, 3D NR, HLC, BLC, digitalni vodeni žig, primenljiv na 
različite scene nadgledanja.Inteligentna detekcija: upad, tripvire 
(podržava klasifikaciju i tačnu detekciju vozila i ljudi). IP konflikt, 
ilegalan pristup i otkrivanje napona.Alarm: 1 ulaz, 1 izlaz; audio: 1 
ulaz, 1 izlaz; podržava maks. 256 G Micro SD kartica, ugrađeni 
mikrofon i zvučnik.12V DC/PoE napajanje.IP67 zaštita.Dozna 
PFA130-E,Nosac PFA152-E,

VN010473 337.00 404.40



Model: IPC-HDW3449H-AS-PV-TioC
4MP, 1/2.7” CMOS senzor slike, nisko osvetljenje, visoka definicija 
slike.Izlazi mak. 4MP (2688 × 1520) @ 30 fps.Udaljenost osvetljenja: 
40 mROI, SMART H.264+/H.265+, fleksibilno kodiranje, primenljivo 
na različite propusne opsege i okruženja za skladištenje.Režim 
rotacije, VDR, 3D NR, HLC, BLC, digitalni vodeni žig, primenljiv na 
različite scene nadgledanja.Inteligentna detekcija: upad, tripvire 
(podržava klasifikaciju i tačnu detekciju vozila i ljudi). IP konflikt, 
ilegalan pristup i otkrivanje napona.Alarm: 1 ulaz, 1 izlaz; audio: 1 
ulaz, 1 izlaz; podržava maks. 256 G Micro SD kartica, ugrađeni 
mikrofon i zvučnik.12V DC/PoE napajanje.IP67 zaštita.Dozna 
PFA137,Nosac PFA152-E

VN010474 300.00 360.00

TERMALNE KAMERE

Model:TPC-BF1241-D3F4 Termalna kamera
1/2.7'' progressive scan CMOS, 4MP (2336 × 1752)
vidno polje H: 50.6°, V: 37.8° , domet dioda do 30m.Detektor 
Vanadium Oxide Uncooled FPA.Kuciste: metalno. Zastita IP67, IK10. 
IVS Analitika:  Fire Detection & Alarm,Cold & Hot Spot Trace,Human 
& Vehicle Classification,Smoking Detection,Call Detection .Micro SD 
card (256 G)
Napajanje Max: < 14 W .IP67 zastita.Dozna PFA 130-E,nosac PFA152-
E.

722.00 866.40

KAMERE ZA PREPOZNAVANJE TABLICA

Model:ITC413-PW4D-IZ1 ANPR

AI Kamera za prepoznavanje registarskih tablica. AI IP bullet 
kamera za prepoznavanje registarskih tablica. 1/1.8″ 4MP 
progressive scan CMOS. Efektivni broj piksela 2688 × 1520. 
Osetljivost 0.001Lux@F1.4 (kolor), 0.0002Lux@F1.4 (C/B), 0Lux (IC 
aktivan). IC LE diode dometa do 10m (ANPR) / 30m (mionitoring). 
Motorizovani zum objektiv 2.7-12mm F1.4-F2.15, automatski fokus, 
automatski (DC) iris. Podesivi vidni ugao 92˚~ 46.1˚ horizontalno. 
Prepoznavanje registarskih tablica sa daljine 3~6m, brzina vozila 
do 80km/h. Verovatnoća prepoznavanja ≥98%. Deep Learning 
algoritam za prepoznavanje u samoj kameri. Podržava 
prepoznavanje klase vozila (9 tipova – veliki autobus, srednji 
autobus, teški kamion, srednji kamion, laki kamion, sedan, 
karavan, SUV, MPV, pickup). Podržava prepoznavanje boje vozila 
(do 12 boja). Podržava prepoznavanje poizvođača vozila (147 
proizvođača). Detektuje vozila bez registarske tablice. Snapshot 
registarske tablice, overview snapshot i snimanje. Ugrađena Bela 
lista sa do 110.000 unosa i Crna lista do 110.000 unosa. Rele za 
kontrolu rampe/barijere. Ulaz za okidanje prepoznavanja 
induktivnom petljom. Podržava i okidanje video detekcijom. True 
day/night (ICR). WDR 140dB, 3D DNR, SSA, ROI. H.264B /H.264M /H.
264H /H.265 /MJPEG kompresije.

VN010477 779.00 934.80

Model:ITC415-PW6M-IZ-GN ANPR
1/1.8″ 4MP progressive scan CMOS. Efektivni broj piksela 2688 × 
1520. Osetljivost 0.002Lux, 0Lux (IC uključ.). IC LE diode dometa do 
12m. Motorizovani zum objektiv 2.7-12mm F1.4-F2.15, automatski 
fokus, automatski (DC) iris. Podesivi vidni ugao 114.6˚~ 48.3˚ 
horizontalno. Prepoznavanje registarskih tablica sa daljine 3~6m, 
širina 3~4m, brzina vozila do 30km/h. Verovatnoća prepoznavanja 
≥95%. Deep Learning algoritam za prepoznavanje u samoj kameri. 
Sa podrškom za detekciju i klasifikaciju vozila (veličina, boja, tip) i 
karakteristika osoba na prednjim sedištima. Snapshot registarske 
tablice, overview snapshot i snimanje. Ugrađena Bela lista sa do 
10.000 unosa. Rele za kontrolu rampe/barijere. Ulaz za okidanje 
prepoznavanja induktivnom petljom. Podržava i okidanje video 
detekcijom. True day/night (ICR). WDR 96dB. 3D DNR. H.264B /H.
264M /H.264H /H.265 /MJPEG kompresije. Dual stream. Bitrate 32 
Kbps–32768 Kbps (H.265). Podržane rezolucije do 4M (2688 × 1520), 
do 25/30fps u svim rezolucijama. RJ-45 (100/1000Base-T) Ethernet 
port. Audio ulaz/izlaz. 2 RS485 porta. RS232 port. 3 alarmna 
ulaza/izlaza. Micro SD Slot (maks. 128GB). Dim. 486.7 mm × 124.3 
mm × 185.5 mm. Masa 1.9kg. IP67 sertifikati. Radna temp. -30°
C~65°C. Napajanje 12VDc/24VAc ili PoE +(802.3at), 20W maks. CE.

VN010455 980.00 1176.00



Model:ITC437-PW6M-IZ-GN ANPR
1/1.8'' CMOS progressive scan CMOS, 4MP 2688 × 1520 (OSD black 
strip excluded) 
vidno polje 40.55°.22.7° , 46.6° ,6 IR osvetljivača, podesiva 
osvetljenost..Detektor Vanadium Oxide Uncooled FPA.Kuciste: 
metalno. Zastita IP67, IK10. IVS Analitika:  Podržava preklapanje 
vremena, adrese, tablice, vozila (boja, tip, tačnost), položaja vozila, 
falsifikata, smera kontrolne tačke, izvora okidača i prilagođenih .
Podržava prepoznavanje tipa vozila, boje vozila, karakteristika 
vozača i suvozača na prednjem sedištu, 
licenciranog/nelicenciranog vozila. Stopa prepoznavanja vozila ≥ 
95%
Napajanje Max: 12V DC, 24V AC, PoE+  .IP67 

VN010459 1185.00 1422.00

IP VIDEO NADZOR 5MP

Model: IPC-HFW1530S-0280B-S6
1/2.7" CMOS 5mpx cip, 5MP (2880x1620),
broj dioda 1, domet dioda do 30m; Fixna optika, vidni ugao 2.8mm-
106°, Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),2688 × 
1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 
(1 fps-30 fps) WDR:120dB, 12V DC/PoE ,Max 4.5W (12V DC, IR on), 
Kuciste: metalno.Ugradjen mikrofon. Zastita IP67. IVS Analitika: 
Intrusion; tripwire.Dozna PFA134,dozna PFA130-E

VN010446 122.00 146.40

Model: IPC-HDBW1530E-0280B
1/2.7" CMOS 5mpx cip, 5MP (2880x1620),
broj dioda 3, domet dioda do 30m; vidni ugao 106° ×  56° ×  125°, 
Frame Rate: Main stream:2880 × 1620 (1 fps–20 fps),2688 × 1520 (1 
fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 (1 fps-
30 fps) WDR:120dB, 12V DC/PoE ,Max 4.5W (12V DC, IR on), Kuciste: 
metalno. Zastita IP67,IK10. IVS Analitika: Intrusion; tripwire.Dozna 
PFA136,dozna PFA152-E i PFB203W

VN010452 129.00 154.80

Model: IPC-HDW1530T-0280B
1/2.7" CMOS 5mpx cip, 5MP (2880x1620),
broj dioda 1, domet dioda do 30m; Fixna optika, vidni ugao 2.8mm-
106°, Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),2688 × 
1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 
(1 fps-30 fps) WDR:120dB, 12V DC/PoE ,Max 4.5W (12V DC, IR on), 
Kuciste: metalno. Zastita IP67. IVS Analitika: Intrusion; tripwire.
Dozna PFA13A-E, Nosac PFB20W,dozna PFA130-E

VN010434 135.00 162.00

Model: IPC-HDW2531TM-AS-0280-BLACK
1/2.7" CMOS 5mpx cip,(2592x1944), 5MP
broj dioda 2, domet dioda do 30m;  vidni ugao 107°, Frame Rate: 
25/30fps@1080P, 25/30/50/60fps@720P, WDR: 120dB, 12V DC/PoE ,
Max 5.5W (12V DC, IR on), Micro SD Card (support max. 256 GB)
Kuciste: metalno.Ugradjen mikrofon. Zastita IP67.Dozna PFA130-E,
PFB203W

VN010475 190.00 228.00



Model: IPC-HFW2541T-AS-0360B
1/2.7" CMOS 5mpx cip, 5MP (2960x1688), 
broj dioda 4, domet dioda do 80m; Fixna optika, Objektiv 3.6mm 
(Vidni ugao 92° horizontalno), 6mm opciono (57°), 8mm opciono 
(43°) , Frame Rate: Main stream:2960x1668 (1 fps-20 fps),2688 × 
1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 
(1 fps-30 fps) WDR:120dB, 12V DC/PoE ,Max 8.8W (12V DC, IR on), 
Micro SD Card (support max. 256 GB), Kuciste: metal. Zastita IP67, 
IK10 (opciono). IVS Analitika: Intrusion; tripwire.Nosac PFA 152-E,
dozna PFA130-E

VN010483 215.00 258.00

Model: IPC-HFW2541E-S-0280-BLACK
1/2.7" CMOS 5mpx cip, 5MP (2592×1944), 
broj dioda 1, domet dioda do 30m; Fixna optika, vidni ugao H: 97°; 
V: 71° ; D: 129°, Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),
2688 × 1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),
704 × 480 (1 fps-30 fps) WDR:120dB, 12V DC/PoE ,Max 5.6W (12V DC, 
IR on), Micro SD Card (support max. 256 GB), Kuciste: metalno. 
Zastita IP67. IVS Analitika: Intrusion; tripwire.
Dozna PFA130-E, Nosac PFA-152-E.

VN010466 192.00 230.40

Model: IPC-HDBW2541EP-S-0280
1/2.7" CMOS 5mpx cip, 5MP (2592×1944), 
broj dioda 3, domet dioda do 30m; Fixna optika, vidni ugao H: 111°; 
V: 58°; D: 132°, Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),
2688 × 1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),
704 × 480 (1 fps-30 fps) WDR:120dB, 12V DC/PoE ,Max 5.6W (12V DC, 
IR on), Micro SD Card (support max. 256 GB).Integrisan mikrofon, 
Kuciste: metalno. Zastita IP67,IK10. IVS Analitika: Intrusion; 
tripwire.
Dozna PFB203W Nosac PFA-152-E.

VN010447 192.00 230.40

Model: IPC-HDW2541T-ZS
1/2.7" CMOS 5mpx cip, 5MP (2592×1944), 
broj dioda 2, domet dioda do 40m; Motoriz.zoom 2.7-13.5mm, vidni 
ugao 100°–30°, Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),
2688 × 1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),
704 × 480 (1 fps-30 fps) WDR:120dB, 12VDC/PoE ,Max 9.9W (12V DC, 
IR on), Micro SD Card (support max. 256 GB), Kuciste: metalno. 
Zastita IP67, IVS Analitika: Intrusion; tripwire.
Dozna PFA137, Nosac PFB205W.

VN010457 308.00 369.60

Model: IPC-HFW2541T-ZAS
1/2.7" CMOS 5mpx cip, 5MP (2592×1944), 
broj dioda 4, domet dioda do 60m; Motoriz.zoom 2.7-13.5mm, 
Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),2688 × 1520 (1 
fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 (1 fps-
30 fps) WDR:120dB, 12VDC/PoE ,Max 9.9W (12V DC, IR on), Micro SD 
Card (support max. 256 GB), Kuciste: metalno. Zastita IP67, IVS 
Analitika: Intrusion; tripwire.
Dozna PFA130-E, PFA135.

VN010456 308.00 369.60



Model: IPC-HFW2549S-S-IL-0280B
1/2.7" CMOS 5mpx cip, 5MP (2960x1668), 
broj dioda 2, domet dioda do 30m; fiksna optika, vidni ugao 100°
–26°, Frame Rate: Main stream:2960 × 1688 (1 fps-20 fps),2688 × 
1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 
(1 fps-30 fps) WDR:120dB, 12VDC/PoE ,Max 5.5W (12V DC, IR on),
Ugradjen mikrofon.Kuciste: metalno. Zastita IP67, IVS Analitika: 
Intrusion; tripwire.
Dozna PFA130-E,PFA134. Nosac PFA152-E.

VN010485 216.00 259.20

Model: IPC-HDW2549TM-S-IL-0280B
1/2.7" CMOS 5mpx cip, 5MP (2960x1668), 
broj dioda 2, domet dioda do 30m; fiksna optika, vidni ugao 100°
–26°, Frame Rate: Main stream:2960 × 1688 (1 fps-20 fps),2688 × 
1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 
(1 fps-30 fps) WDR:120dB, 12VDC/PoE ,Max 5.5W (12V DC, IR on),
Ugradjen mikrofon.Kuciste: metal - plastika. Zastita IP67, IVS 
Analitika: Intrusion; tripwire.
Dozna PFA130-E. Nosac PFA152-E,PFB205W.

VN010484 218.00 261.60

Model: IPC-HDW3549TM-AS-LED-0280B
1/2.7" CMOS 5mpx cip, 5MP (2592×1944), 
broj dioda 2, domet dioda do 30m; fiksna optika, vidni ugao 100°
–26°, Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),2688 × 
1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 
(1 fps-30 fps) WDR:120dB, 12VDC/PoE ,Max 9.9W (12V DC, IR on),
Ugradjen mikrofon.Kuciste: metalno. Zastita IP67, IVS Analitika: 
Intrusion; tripwire.
Dozna PFA130-E, Nosac PFA152-E.

VN010403 197.00 236.40

Model: IPC-HFW3549E-AS-LED-0280B
1/2.7" CMOS 5mpx cip, 5MP (2592×1944), 
broj dioda 1, domet dioda do 30m; fiksna optika, vidni ugao 100°
–26°, Frame Rate: Main stream:2592 × 1944 (1 fps-20 fps),2688 × 
1520 (1 fps-25/30 fps), Sub stream:704 × 576 (1 fps-25 fps),704 × 480 
(1 fps-30 fps) WDR:120dB, 12VDC/PoE ,Max 9.9W (12V DC, IR on),
Ugradjen mikrofon.Kuciste: metalno. Zastita IP67, IVS Analitika: 
Intrusion; tripwire.
Dozna PFA134, Nosac PFA152-E.

VN010389 200.00 240.00

Model: IPC-HDW5541TM-ASE-0280B
1/2.7" CMOS 5mpx cip, 5MP (2592×1944),
broj dioda 2, domet dioda do 50m; Fixna optika, vidni ugao 102°, 
Frame Rate: 20 fps@2592 × 1944, 50/60 fps@1080P (1920 × 1080), 
WDR:120dB, 12V DC/PoE , Max 9.5W (12V DC, IR on), Micro SD Card 
(support max. 256 GB) Integrisan mikrofon. Kuciste: metalno. 
Zastita IP67. Nosac  PFA152-E, PFA151.

VN010396 289.00 346.80



Model: IPC-HDW5541TM-ASE-0280B
1/2.7" CMOS 5mpx cip, 5MP (2592×1944),
broj dioda 2, domet dioda do 50m; Fixna optika, vidni ugao 102°, 
Frame Rate: 20 fps@2592 × 1944, 50/60 fps@1080P (1920 × 1080), 
WDR:120dB, 12V DC/PoE , Max 9.5W (12V DC, IR on), Micro SD Card 
(support max. 256 GB) Integrisan mikrofon. Kuciste: metalno. 
Zastita IP67. Nosac  PFA152-E, PFA151.

VN010396 248.00 297.60

Model: IPC-HFW5541T-ASE-0280-S2 WizMind
1/2.7" CMOS 5mpx cip, 5MP (2592×1944),
broj dioda 4, domet dioda do 80m; Fixna optika, vidni ugao 102°, 
Frame Rate: 20 fps@2592 × 1944, 50/60 fps@1080P (1920 × 1080), 
WDR:120dB, 12V DC/PoE , Max 9.5W (12V DC, IR on), Micro SD Card 
(support max. 256 GB) Integrisan mikrofon. Kuciste: metalno. 
Zastita IP67,IK10. Dozna PFA130-E , Nosac  PFA152-E, PFA151.

VN010345 280.00 336.00

Model: IPC-HFW5541E-ZE
1/2.7" CMOS 5mpx cip, 5MP (2592×1944),
broj dioda 4, domet dioda do 50m; Motoriz.vari-focal 2.7 mm–13.5 
mm, vidni ugao 100°, Frame Rate: 20 fps@2592 × 1944, 50/60 
fps@1080P (1920 × 1080), WDR:120dB, 12V DC/PoE , Max 9.5W (12V 
DC, IR on), Micro SD Card (support max. 256 GB). Kuciste: metalno-
plastika. Zastita IP67,IK10. Dozna PFA121,PFA152-E

VN010394 353.00 423.60

IP VIDEO NADZOR 8MP

Model: IPC-HFW3841E-AS-0360B
1/2.8" STARVIS CMOS 8mpx cip, 8MP (3840 × 2160),
broj dioda 1, domet dioda do 30m, Vidni ugao: H:107°~56° ,
V:58°~18°, Frame Rate: 20fps@6M(3072 × 2048), Full Color:
120dB, 12V DC/PoE , Max 12.95W (12V DC, IR on), Micro SD Card
(support max. 256 GB) Kuciste: metalno. Zastita IP67.Ugradjen
mikrofon IVS Analitika: Intrusion; tripwire.Dozna PFA130-E
,PFA152-E.

VN010436 241.00 289.20

Model: IPC-HDW3849H-AS-PV-0280B-TioC
1/2.8" STARVIS CMOS 8mpx cip,  8MP (3840 × 2160),
broj dioda 1, domet dioda do 30m, Vidni ugao: H:107°~56° , V:58°
~18°, Frame Rate: 20fps@6M(3072 × 2048), Full Color: 120dB, 12V 
DC/PoE , Max 12.95W (12V DC, IR on), Micro SD Card (support max. 
256 GB) Kuciste: metalno. Zastita IP67.Ugradjen mikrofon IVS 
Analitika: Intrusion; tripwire.Red and blue flashlight alarm.Dozna 
PFA137 , Nosac PFB205W,PFA152-E.

VN010424 325.00 390.00

Model: IPC-HFW3849T1-AS-PV-0280B-TioC
1/2.8" STARVIS CMOS 8mpx cip,  8MP (3840 × 2160),
broj dioda 2, domet dioda do 30m, Vidni ugao: H:107°~56° , V:58°
~18°, Frame Rate: 20fps@6M(3072 × 2048), Full Color: 120dB, 12V 
DC/PoE , Max 12.95W (12V DC, IR on), Micro SD Card (support max. 
256 GB) Kuciste: metal+plastika. Zastita IP67.Ugradjen mikrofon. 
IVS Analitika: Intrusion; tripwire.Red and blue flashlight alarm.
Dozna PFA130-E,PFA152-E.

VN010425 337.00 404.40

IP PTZ KAMERE



Model:SD2A500-GN-A-PV
1/2.8” 5 mpx CMOS,(2560 × 1920),optika H: 80.4°V: 58.1°D:
104.8°°.Sub stream1: D1/CIF(1 ~ 25/30fps),H.265/H.264: 448K ~
8192Kbps.Main stream: 4M/3M/1080P/1.3M/720P
(1~25/30fps).Napajanje DC 12V/1.5A, PoE(802.3af).Potrosnja
4W.Kuciste metalno.Zastita IP66.Nosac
PFA137,PFB203W,PFA152-E

VN010430 177.00 212.40

Model:SD3A200-GN-A-PV
1/2.8" 2MP CMOS senzor - Dual Stream - 30m IR osvetljivač sa 2 
bela svetla - Aktivno odvraćanje - Dvosmerni audio - Mikrofon - 
DVDR, dan/noć (ICR), BLC, HLC, detekcija pokreta, AGC - H.265 + 
Pametni kodek - Analiza videa: Prekid i upad - Spoljna IP66 zaštita - 
Ethernet RJ45 10/100M - 256GB MicroSD slot (nije uključen).

VN010491 230.00 276.00

Model:SD3A400-GN-A-PV
1/3 "4MP CMOS senzor - Dual Stream - 30m IR osvetljivač sa 2 bela 
svetla - Aktivno odvraćanje - Dvosmerni audio - Mikrofon - DVDR, 
dan/noć (ICR), BLC, HLC, detekcija pokreta, AGC - H.265 + Pametni 
kodek - Analiza videa: Prekid i upad - Spoljna IP66 zaštita - Ethernet 
RJ45 10/100M - 256GB MicroSD slot (nije uključen).

VN010971 259.00 310.80

Model:SD22404T-GN
1/3” 4 mpx CMOS,2592(H) x 1520(V),4X opticki zoom,optika 2.7
mm~11mm,vidni ugao 112.5° ~ 30°.Sub stream1: D1/CIF(1 ~ 
25/30fps),H.265/H.264: 448K ~ 8192Kbps.Main stream: 
4M/3M/1080P/1.3M/720P (1~25/30fps).Napajanje DC 12V/1.5A, PoE
(802.3af).Potrosnja 10W.Kuciste metalno.Zastita IP66,IK10.Nosac 
PFA137,PFB203W,PFA152-E

VN010412 279.00 334.80

Model:SD49225GB-HNR
1/2.8" STARVIS™ CMOS.2MP,1920 (H) × 1080 (V),25X opticki zoom,H: 
58.5°–2.8°; V: 33.2°–1.5°; D: 67.5°–3.2.Sub stream 1: D1/CIF@ (1–
25/30 fps)).Napajanje DC 12V/1.5A, PoE(802.3af).WizSense serija; 
Starlight; SMD 4.0 sa analitikom; Quick Pick; Smart IC LED diode 
dometa 100m.Detekcija lica i prepoznavanje atributa i izraza.
Potrosnja 10W.Kuciste metalno.Zastita IP66.Nosac PFA150,PFA151

VN010464 666.00 799.20

Model: SD50230U-HNI   Starlight
1/2.8" STARVIS CMOS 2mpx cip, 1080P(1920×1080), 25X opticki 
zoom,  optika: 4.5mm~135mm;  vidni ugao 67.8° ~ 2.4°, Frame Rate:
25/30fps@1080P, 25/30/50/60fps@720P,OSD meni,BLC / HLC / 
WDR(120dB), Napajanje: AC24V/1.5A(±10%); Potrosnja:  13W,23W 
(Heater on), IVS: Tripwire, Intrusion, Abandoned/Missing, Kuciste: 
metalno. Zastita IP66, IK10.
Nosac PFB300C, PFA150, PFA151.

VN010318 907.00 1088.40

Model: SD5A432XA-HNR
1/2.8" STARVIS CMOS 4mpx cip,(2560×1440), 32X opticki zoom,  
optika: 4.5mm~135mm;  vidni ugao 61.6° ~ 2.1°, Frame Rate:
4M/3M/1080P/1.3M/720P (1–25/30 fps,D1/CIF (1–25/30 fps),BLC / 
HLC / WDR(120dB), Napajanje: AC 24V/3A ± 25%; Potrosnja:  12W,
20W , Kuciste: metalno. Zastita IP67, IK10.
Nosac PFB300C, PFA150, PFA151.

VN010352 1195.00 1434.00



Model: SD65F233XA-HNR
1/1.8" STARVIS CMOS 2mpx cip,(2560×1440), 33X opticki zoom,  
optika:5.8 mm–191.4 mm ;  vidni ugao 60.1°–3.2°; V: 35.3°–1.8°; D: 
67.9°–3.7°,FrameRate:1080P/1.3M/720P (1–50/60fps),BLC / HLC / 
WDR(120dB), Napajanje:AC24V/3A±25%
PoE+ (802.3at); Potrosnja:  12W,20W , Kuciste: metalno. Zastita 
IP67, IK10.
Nosac PFB300C, PFA140, PFA150,PFA120

VN010393 1260.00 1512.00

Model: SD49225XA-HNR    Starlight
1/2.8" STARVIS CMOS 2mpx cip, 1080P(1920×1080), 25X opticki 
zoom, broj dioda 6, domet dioda do 100m; optika: 4.8mm~120mm;  
vidni ugao 62.8° ~ 2.6°, Frame Rate:25/30fps@1080P, 
25/30/50/60fps@720P,OSD meni,BLC / HLC / WDR(120dB), 
Napajanje: AC24V/3A(±10%); Potrosnja: 13W,22W (IR on), IVS: 
Tripwire, Intrusion, Abandoned/Missing, Kuciste: metalno. Zastita 
IP66, IK10.
Nosac PFB300C, PFA150, PFA151.

VN010342 576.00 691.20

MREZNI SNIMACI

Model: NVR2108HS-S3
8-kanalni kompaktni 1U 1HDD mrežni video rekorder
Smart H.265+/H.265/Smart H.264+/H.264 format dekodiranja.Maks. 
mogućnost dekodiranja: 6 × 1080p @ 30 fps. Podržava adaptivno 
dekodiranje.AI kamerom: zaštita perimetra i SMD Plus.Povezano sa 
mrežnim kamerama treće strane.Bezbednosna osnova 2.1; 1HDD 
do 10TB; Napajanje.DC12V/2A, Potrosnja: 6.3W (Without HDD)

VN010644 138.00 165.60

Model: NVR4104HS-P-4KS2/L
4ch Mrezni snimac, Kompresija: H.265+/H.265/H.264+/H.264; 4
PoE porta, Rezolucija snimanja : 8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/
1080P/ 1.3MP/ 720P etc.; 1 HDMI ,1 VGA; Rezolucija prikaza:
HDMI: 3840×2160, 1920×1080, 1280×1024, 1280×720, VGA:
1920×1080, 1280×1024, 1280×720 1audio ulaz, 1 audio izlaz;
audio preko koaksijalnog kabla; 1HDD do 6TB; Napajanje
DC12V/2A, Potrosnja: 6.3W (Without HDD)

VN010635 205.00 246.00

Model: NVR4104HS-4KS2/L
4ch Mrezni snimac,New 4.0 user interface, Security baseline 2.1
Kompresija:H.265+/H.265/H.264+/H.264; Rezolucija snimanja : 
8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/ 1080P/ 1.3MP/ 720P etc.; 1 HDMI ,1 
VGA; Rezolucija prikaza: HDMI: 3840×2160, 1920×1080, 1280×1024, 
1280×720, VGA: 1920×1080, 1280×1024, 1280×720 1audio ulaz, 1 
audio izlaz; audio preko koaksijalnog kabla; 1HDD do 10TB; 
Napajanje DC12V/2A, Potrosnja: 6.3W (Without HDD)

VN010627 131.00 157.20



Model: NVR4104-EI
4CH Smart 1U 1HDD VizSense mrežni video rekorder
Smart H.265+/H.265/Smart H.264+/H.264/MJPEG format 
dekodiranja.
Pristup, skladištenje ili prosleđivanje na 80 Mbps.Maks. mogućnost 
dekodiranja: 16 × 1080p @ 30 fps. Podržava adaptivne dekodiranje. 
AI od NVR: 1-kanalno prepoznavanje i prepoznavanje lica; 2-kanalni 
zaštita perimetra; do 10 baza podataka lica i 20.000 lica slike; 4-
kanalni SMD Plus.
AI pomoću kamere: detekcija i prepoznavanje lica, zaštita 
perimetra;SMD Plus; brojanje ljudi; stereo analiza; Toplotna mapa.
Povezano sa mrežnim kamerama treće strane.Bezbednosna 
osnova 2.3.

VN010653 191.00 229.20

Model: NVR4108HS-4KS2/L
8ch Mrezni snimac,New 4.0 user interface, Security baseline 2.1  
Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija snimanja : 
8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/ 1080P/ 1.3MP/ 720P etc.; 1 HDMI ,1 
VGA; Rezolucija prikaza: HDMI: 3840×2160, 1920×1080, 1280×1024, 
1280×720, VGA: 1920×1080, 1280×1024, 1280×720 1audio ulaz, 1 
audio izlaz; audio preko koaksijalnog kabla; 1HDD do 10TB; 
Napajanje DC12V/2A, Potrosnja: 6.3W (Without HDD)

VN010629 161.00 193.20

Model: NVR4108-EI
AI 8-kanalni NVR; WizSense serija; Plastično kućište; Do 16MP; Do 
80Mbps; 1X SATA; AI zaštita perimetra, detekcija i prepoznavanje 
lica; SMD+. 8-kanalni AI Mrežni video rekorder. AI – zaštita 
perimetra (do 8 kanala – analitika sa kamera, do 2 kanala i 10 IVS 
pravila – analitika sa snimača). AI detekcija i prepoznavanje lica (do 
8 kanala – sa FD analitikom sa kamera, do 12 lica u sekundi po 
kanalu ili do 1 kanal FSD i FR analitika sa snimača, do 10 baza sa 
200,000 lica).Podržane rezolucije snimanja 16Mp/ 12Mp/ 8Mp/ 6Mp/ 
5Mp/ 4Mp/ 3Mp/ 1080P/ 960p/ 720P/ D1/ CIF/ 1x VGA i 1x HDMI izlazi 
(do 3840×2160 na HDMI).

VN010652 198.00 237.60

Model: NVR4116HS-4KS2/L
16ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/ 1080P/ 1.3MP/ 
720P etc.; 1 HDMI ,1 VGA; Rezolucija prikaza: HDMI: 3840×2160, 
1920×1080, 1280×1024, 1280×720, VGA: 1920×1080, 1280×1024, 
1280×720 1audio ulaz, 1 audio izlaz; audio preko koaksijalnog 
kabla; 1HDD do 6TB; Napajanje DC12V/2A, Potrosnja: 6.3W (Without 
HDD)

VN010625 177.00 212.40

Model: NVR4208-4KS2
8ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/ 1080P/ 1.3MP/ 
720P etc.; 1 HDMI ,1 VGA; Rezolucija prikaza: HDMI: 3840×2160, 
1920×1080, 1280×1024, 1280×720, VGA: 1920×1080, 1280×1024, 
1280×720 1audio ulaz, 1 audio izlaz; audio preko koaksijalnog 
kabla; 1HDD do 6TB; Napajanje DC12V/2A, Potrosnja: 2 SATA , 6.9W 
(Without HDD)

VN010636 202.00 242.40



Model: NVR4216-4KS2/L
16 -kanalni 1U 2HDD mrežni video rekorder
Novi 4.0 korisnički interfejs, Sigurnosna osnova 2.1
H.264, H.265, Smart H.264+i Smart H.265+. Automatski prekidač H.
265.Maks. mogućnost dekodiranja: 8 × 1080p@30 fps. Podržava 
adaptivno dekodiranje.Podržava mainstream kamere ONVIF i RTSP 
protokola.P2P daljinski nadzor, video reprodukcija na mobilnom 
uređaju.VGA/HDMI istovremeni video izlaz, maksimalna rezolucija 
HDMI -a je 4K.
AI kamerom: Otkrivanje lica, zaštita perimetra, IVS, brojanje ljudi, 
toplotna mapa i SMD

VN010624 235.00 282.00

Model: NVR4216-16P-4KS2
16ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/ 1080P/ 1.3MP/ 
720P etc.; 1 HDMI ,1 VGA; Rezolucija prikaza: HDMI: 3840×2160, 
1920×1080, 1280×1024, 1280×720, VGA: 1920×1080, 1280×1024, 
1280×720 1audio ulaz, 1 audio izlaz; audio preko koaksijalnog 
kabla; 2HDD do 10TB; Napajanje DC12V/2A, Potrosnja: 2 SATA , 6.9
W (Without HDD)

VN010610 460.00 552.00

Model: NVR4232-4KS2/L
32ch Mrezni snimac, New 4.0 user interface, Security baseline 2.1 
Kompresija: H.265+/H.265/H.264+/H.264; Rezolucija snimanja : 
8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/ 1080P/ 1.3MP/ 720P etc.; 1 HDMI ,1 
VGA; Rezolucija prikaza: HDMI: 3840×2160, 1920×1080, 1280×1024, 
1280×720, VGA: 1920×1080, 1280×1024, 1280×720, 1audio ulaz, 1 
audio izlaz; ; 2HDD do 10TB; Napajanje DC12V/4A, Potrosnja: 2 
SATA , 6.9W (Without HDD)

VN010628 280.00 336.00

Model: NVR4432-4KS2
32 ch mrežni snimač.Maksimalna rezolucija snimanja 8MP. 
Bandwidth In 200Mbps, Bandwidth Out 96Mbps. Kompresija 
snimanja Smart H.265+, H.264. 1 x HDMI izlaz,1 x VGA izlaz. 16x 
alarm in, 4x alarm out. 1x audio in, 1x audio out. 1x RJ45 
10M/100M/1000M mrežni interfejs. 1x USB 2.0, 1x USB 3.0. RS232 i 
RS485 komunikacija. Mogućnost priključenja 4HDD maksimalnog 
kapaciteta 10TB po disku. Perimeter Protection, SMD Plus, People 
counting by camera

VN010643 539.00 646.80

Model: NVR4416-16P-4KS2
16ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 8Mp/ 6Mp/ 5MP/ 4MP/ 3MP/ 1080P/ 1.3MP/ 
720P etc.; 1 HDMI ,1 VGA; Rezolucija prikaza: HDMI: 3840×2160, 
1920×1080, 1280×1024, 1280×720, VGA: 1920×1080, 1280×1024, 
1280×720, 1audio ulaz, 1 audio izlaz; ;Local HDD and network.4HDD 
do 10TB.Napajanje 100V–240V AC, 50 Hz–60 Hz

VN010621 617.00 740.40



Model: NVR5208-8P-4KS2
8ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 12MP with 15fps, 8MP, 6MP, 5MP, 4MP, 3MP, 
1080P, 1.3MP, 720P, D1, CIF with 30fps; 1 HDMI ,1 VGA; Rezolucija 
prikaza: HDMI: 3840 × 2160 , 1920 × 1080 , 1280 × 1024,1280 × 720 , 
1024 × 768, VGA: 1920 × 1080 , 1280 × 1024,
1280 × 720 , 1024 × 768, 1audio ulaz, 1 audio izlaz; ; 2HDD do 10TB; 
Napajanje DC12V/4A, 

VN010622 584.00 700.80

Model: NVR5216-4KS2
16ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 12MP with 15fps, 8MP, 6MP, 5MP, 4MP, 3MP, 
1080P, 1.3MP, 720P, D1, CIF with 30fps; 1 HDMI ,1 VGA; Rezolucija 
prikaza: HDMI: 3840 × 2160 , 1920 × 1080 , 1280 × 1024,1280 × 720 , 
1024 × 768, VGA: 1920 × 1080 , 1280 × 1024,
1280 × 720 , 1024 × 768, 1audio ulaz, 1 audio izlaz; ; 2HDD do 10TB; 
Napajanje DC12V/4A, 

VN010607 409.00 490.80

Model: NVR5216-8P-4KS2
32ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 12MP with 15fps, 8MP, 6MP, 5MP, 4MP, 3MP, 
1080P, 1.3MP, 720P, D1, CIF with 30fps.; 1 HDMI ,1 VGA; Rezolucija 
prikaza: HDMI: 3840 × 2160 , 1920 × 1080 , 1280 × 1024,1280 × 720 , 
1024 × 768, VGA: 1920 × 1080 , 1280 × 1024,
1280 × 720 , 1024 × 768, 1audio ulaz, 1 audio izlaz; ; 2HDD do 10TB; 
Napajanje DC12V/4A, Potrosnja: 2 SATA , 9.5W (Without HDD)

VN010638 617.00 740.40

Model: NVR5232-4KS2
32ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 12MP with 15fps, 8MP, 6MP, 5MP, 4MP, 3MP, 
1080P, 1.3MP, 720P, D1, CIF with 30fps.; 1 HDMI ,1 VGA; Rezolucija 
prikaza: HDMI: 3840 × 2160 , 1920 × 1080 , 1280 × 1024,1280 × 720 , 
1024 × 768, VGA: 1920 × 1080 , 1280 × 1024,
1280 × 720 , 1024 × 768, 1audio ulaz, 1 audio izlaz; ; 2HDD do 10TB; 
Napajanje DC12V/4A, Potrosnja: 2 SATA , 9.5W (Without HDD)

VN010608 465.00 558.00

Model: NVR5232-EI
Mrežni video snimač sa 32 kanala i AI tehnologojim.
Maksimalna rezolucija snimanja 32MP. Bandwidth In 384Mbps, 
Bandwidth Out 384Mbps. Kompresija snimanja Smart H.265+. 1 x 
HDMI izlaz,1 x VGA izlaz. 4x alarm in,2alarm out. 1x audio in, 1x 
audio out. 1x RJ45 10M/100M/1000M mrežni interfejs. 1x USB 2.0, 
2x USB 3.0. Mogućnost priključenja 2HDD maksimalnog kapaciteta 
16TB po disku. Perimeter protection, face detection, face 
recognition, SMD Plus, video metadata (human, motor-vehicle, 
non-motor vehicle). ANPR, people counting, stereo analysis, crowd 
distribution, heat map. 

VN010651 587.00 704.40



Model: NVR5432-4KS2
32ch Mrezni snimac,  Kompresija: H.265+/H.265/H.264+/H.264; 
Rezolucija snimanja : 12MP, 8MP, 6MP, 5MP, 4MP, 3MP, 1080P, 1.3
MP, 720P, D1 etc.; 2 HDMI ,2 VGA; Rezolucija prikaza: HDMI1: 3840 × 
2160 , 1920 × 1080 , 1280 × 1024,1280 × 720 , 1024 × 768, VGA1: 1920 
× 1080 , 1280 × 1024, 1280 × 720 , 1024 × 768, HDMI2/VGA2: 1920 × 
1080, 1audio ulaz, 2 audio izlaz; ; 2HDD do 10TB; Napajanje 
DC12V/4A, Potrosnja: 4 SATA , 16.7W (Without HDD)

VN010609 691.00 829.20

Model: NVR5464-EI
Mrežni video snimač sa 64 kanala i AI tehnologojim.
Maksimalna rezolucija snimanja 32MP. Bandwidth In 384Mbps, 
Bandwidth Out 384Mbps. Kompresija snimanja Smart H.265+. 2 x 
HDMI izlaz,2 x VGA izlaz. 16x alarm in,6 alarm out. 1x audio in, 2x 
audio out. 2x RJ45 10M/100M/1000M mrežni interfejs. 1x USB 2.0, 
2x USB 3.0. Mogućnost priključenja 4HDD maksimalnog kapaciteta 
16TB po disku. Perimeter protection, face detection, face 
recognition, SMD Plus, video metadata (human, motor-vehicle, 
non-motor vehicle). ANPR, people counting, stereo analysis, crowd 
distribution, heat map. 

VN010647 958.00 1149.60



SLIKA OPIS ŠP VP CENA MP CENA

SWITCHEVI

PFS3005-5ET-L
5-Port Desktop Switch (Neupravljiv)
Layer dva komercijalni switch
Ethernet Port rate:100 Mbps
Total:IEEE 802.3, IEEE 802.3u, IEEE 802.3x, IEEE802.3az
supply:5V/500mA DC, Dimenzije:77mmx46mmx21mm
Weight:200gr

MO010017 10.00 12.00

PFS3008-8ET-L
8-Port Desktop Ethernet Switch (Neupravljiv)
Layer dva komercijalni switch
Ethernet Port rate:100 Mbps
Total-IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, IEEE802.3x
supply:5V/500mA DC, Dimenzije:125mmx65mmx22mm,
Weight:400gr

MO010016 14.00 16.80

PFS3005-5GT-L
5-Port Desktop Gigabit Ethernet Switch (Neupravljiv)
Layer dva komercijalni switch
Ethernet Port rate: 1 Gbps
Total:IEEE 802.3, IEEE 802.3u, IEEE 802.3ab, IEEE802.3x
supply:5V/1A DC,Dimenzija: 125mmx65mmx22mm
Weight:200gr

MO010018 22.00 26.40

PFS3008-8GT-L
8-Port Desktop Gigabit Ethernet Switch (Neupravljiv)
Layer dva komercijalni switch
Ethernet Port rate: 1 Gbps
Total-IEEE 802.3i, IEEE 802.3u, IEEE802.3ab, IEEE802.3x
supply:5V/1A DC, Dimenzije:125mmx65mmx22mm,
Weight:400gr

MO010021 32.00 38.40

POE SWITCHEVI

PFS3005-4P-58
4-Port PoE Switch (Neupravljiv)
Layer dva komercijalni switch
1*10/100 Base-T, 4*10/100 Base-T, (PoE napajanje), svaki izlaz 
≤30W, Ukupno ≤58W, PoE protocol: IEEE802.3af, IEEE802.3at, 
Ispravljač 51VDC, Radna temperatura: -10℃～50℃, Dimenzije: 
100mm×100mm×26mm

MO010011 48.00 57.60



PFS3005-4ET-60-V2
5-Port Unmanaged Desktop Switch sa 4-Port PoE
Layer dva komercijalni switch,Intelligent PoE
1*10/100 Base-T, 4*10/100 Base-T, (PoE napajanje), svaki izlaz 
≤30W, Ukupno ≤58W, PoE protocol:IEEE802.3, IEEE802.3u, IEEE802.
3x , Ispravljač 51VDC, Radna temperatura: -10℃～55℃, Dimenzije: 
130 mm × 85 mm × 26 mm

MO010029 54.00 64.80

PFS3006-4ET-60
4-Port PoE Switch (Neupravljiv)
Layer dva komercijalni switch
2*10/100Mbps Uplink ports, UPLINK
 4*10/100 Mbps PoE ports, Port1≤60W, IEEE802.3af (PoE), IEEE802.
3at (PoE+), Hi-PoE, Port2-4≤30W, Total≤60W, dimenzije 
130mm×85mm×26mm

MO010001 71.00 85.20

PFS3006-4GT-60
4-Port PoE Switch (Neupravljiv)
Layer dva komercijalni switch
2*10/100/1000 Mbps Uplink ports, UPLINK
 4*10/100/1000 Mbps PoE ports, Port1≤60W, IEEE802.3af (PoE), 
IEEE802.3at (PoE+), Hi-PoE, Port2-4≤30W, Total≤60W, dimenzije 
130mm×85mm×26mm

MO010047 85.00 102.00

PFS3106-4ET-60
4-Port PoE Switch (Neupravljiv)
Layer dva switch
 1*10/100/1000 Mbps Uplink port, SFP
4*10/100Mbps POE portovi, 100/1000 SPF port,
 Port1≤60W, IEEE802.3af (PoE), IEEE802.3at (PoE+), Hi-PoE, Port2-
4≤30W, Total≤60W, dimenzije 130mm×85mm×26mm

MO010032 112.00 134.40

PFS3008-8GT-60
8-Port Gigabitni Ethernet PoE Switch sa 4-Port PoE
Layer dva komercijalni switch
4x 10/100/1000M Base-T（PoE power supply, 4x10/100/1000M Base-
T; Port1≤60W, Port2-4≤30W, Total≤60W, IEEE802.3af/IEEE802.
3at/Hi-PoE, Power supply:DC48~57V, Dimension: 
190mm×100mm×30mm, 
Weight: 480g

MO010002 111.00 133.20

PFS3110-8P-96
8-Port PoE Switch
Layer dva industrijski PoE switch
1x1000 Base-X, 1x10/100/1000 Base-T, 
8x10/100 Base-T（PoE power supply）, IEEE 802.3af/802.3at(PoE+), 
Power supply: DC53V, Each power ≤30W，Total≤93W, Dimension: 
150 x100 x42mm ,
Weight: 0.54kg

MO010009 100.00 120.00

PFS3110-8ET-96
8-Port PoE Switch (neupravljiv)
Layer dva industrijski PoE switch
1x1000 Base-X, 1x10/100/1000 Base-T,  SFP
8x10/100 Base-T（PoE power supply, Port1-2≤60W, Port3-8≤30W, 
Total≤96W, Power supply:  DC 48-57V, Dual power backup, 
Dimension: 150 x100 x42mm
Weight: 0.54kg

MO010031 143.00 171.60



PFS3010-8ET-65
8-Port PoE Switch (neupravljiv)
Layer dva PoE switch
2 uplink ports with 10/100Mbps Base-TX
8 PoE ports with 10/100 Mbps Base-TX（Poe power consumption: 
Port1≤60W, Port2-8≤30W, Total≤65W, Power supply:  DC 48-57V, 
Dual power backup, Dimension: 242.5mm×122.9 mm×35.0 mm
Weight: 0.76kg. Support PoE watchdog

MO010044 91.00 109.20

PFS3010-8ET-96
8-Port PoE Switch (neupravljiv)
Layer dva PoE switch
2*10/100/1000Mbps ports UPLINK
8*10/100Mbps PoE ports（Poe power consumption: Port1≤60W, 
Port2-8≤30W, Total≤96W, Power supply:  DC 48-57V, Dual power 
backup, Dimension: 190mm×100mm×30mm
Weight: 0.49kg. Support PoE watchdog

MO010030 114.00 136.80

PFS3206-4P-96
4-Port PoE Switch(Neupravljiv).
Layer 2 unmanaged access switch.Ethernet Port  2*1000 Base-X.
1*10/100/1000 Base-T(Hi-PoE/PoE+/PoE)
3*10/100 Base-T (PoE+/PoE) .Dimenzije 150mm×100mm×30mm

MO010028 112.00 134.40

PFS3016-16GT
16-Port Gigabit Switch(Neupravljiv).
Layer 2 unmanaged access switch.Ethernet Port 16*10/100/1000 
Base-T.Napajanje AC:100-240V; 50/60Hz.Dimenzije 294mm x 
178mm x 44mm.

MO010022 122.00 146.40

PFS3024-24GT
24-Port Gigabit Switch(Neupravljiv).Layer 2 unmanaged access 
switch.Ethernet Port 24*10/100/1000 Base-T.
Napajanje AC: 100-240V; 50/60Hz.Dimenzije 294mm x 178mm x 
44mm.

MO010023 165.00 198.00

PFS3211-8GT-120
11-Port Gigabit Switch with 8-Port PoE (Neupravljiv).Layer 2 
Hardened PoE switch. 8*10/100/1000Mbps Base-T (PoE power 
supply)1*10/100/1000 Mbps Base-T 2*1000Mbps Base-X .Port1&5 
≤60W, Port2~4&Port6~8≤30W, Total power≤120W.Dimenzije 
150mm×110mm×42mm

MO010020 285.00 342.00



PFS3218-16ET-135
16 portni switch Inteligentni PoE
PD Alive (PoE Vatchdog) \
PoE prenos na velike udaljenosti
Glatki prenos
Široka radna temperatura: –10 do 55 ° C (14 ° F do 131 ° F)
Izolacija portova.Dimenzije 440 mm × 300 mm × 44 mm

MO010034 250.00 300.00

PFS3226-24ET-240
24 portni Inteligentni PoE
PD Alive (PoE Vatchdog)
PoE prenos na velike udaljenosti
 Glatki prenos
 Široka radna temperatura: –10 do 55 ° C (14 ° F do 131 ° F)
Izolacija portova.Dimenzije 440 mm × 300 mm × 44 mm

MO010035 294.00 352.80

PFS3220-16GT-240
16-Port Gigabit Switch with  Intelligent PoE.Svi Giga portovi. Red 
Port Supports BT 90W. 8*10/100/1000Mbps Base-T (PoE power 
supply)1*10/100/1000 Mbps Base-T 2*1000Mbps .Port 1–2≤90W, 
Port 3–16≤30W, total≤240W, Total power≤120W.Dimenzije 440 mm 
× 300 mm × 44 mm

MO010033 380.00 456.00

PFS4218-16ET-240
16-Port PoE Switch
Layer 2 upravljivi PoE switch
Combo 1000BASE-T/SFP port x 2
10/100 Base-T x16（Hi-PoE/PoE+/PoE）
IEEE802.3af/IEEE802.3at/Hi-PoE
 'Orange port' support Hi-PoE, can be used with the PoE extender 
(PFT1300),  250m long distance PoE transmission
PoE budget：240W
Dimension: 440mm x300mm x44mm

MO010005 363.00 435.60

PFS4226-24ET-360
24-Port PoE Switch
Layer 2 upravljivi PoE switch
Combo 1000BASE-T/SFP port x 2
10/100 Base-T x24（Hi-PoE/PoE+/PoE）
IEEE802.3af/IEEE802.3at/Hi-PoE
 'Orange port' support Hi-PoE, can be used with the PoE extender 
(PFT1300),  250m long distance PoE transmission
PoE budget：360W
Dimension: 440mm x300mm x44mm

MO010006 446.00 535.20

PFS3228-24GT-360
24-Port PoE switch with red port
supporting IEEE802.3bt standard. It supports maximum 90W 
IEEE802.3af, IEEE802.3at, Hi-PoE, IEEE802.3
Port 1–24: 24 × RJ45 10/100/1000 M (PoE)
Port 25–26: 2 × RJ45 10/100/1000 M (uplink)
Port 27–28: 2 × SFP 1000 M (uplink)
PoE budget：360W
Dimension: 440 mm × 300 mm × 44 mm

MO010036 478.00 573.60

MODULI ZA OPTIKU



GSFP-1310T-20-SMF
Gigabitni optički modul
Jednostruko vlakno sa jednim modom.LC port
1310 nm slanje, i 1550 nm prijem.Udaljenost prenosa do 20 km

MO010042 64.00 76.80

GSFP-1310R-20-SMF
Gigabitni optički modul
Single mod single fiberGSFP-1310R-20-SMF.LC port
1550 nm slanje, i 1310 nm prijem.Udaljenost prenosa do 20 km

MO010043 64.00 76.80



SLIKA OPIS ŠP VP CENA MP CENA

HARD DISKOVI

HDD 1TB ST1000VM002
Surveillance Hard Drive,Seagate/Dahua  VIDEO 3.5'' , Reliability 
24X7,cache 64MB,  interface SATA3, format 3.5", 5.900rpm,

VN010700 60.00 72.00

HDD 2TB ST2000VM003
Surveillance Hard Drive,Seagate /Dahiua VIDEO 3.5'' ,  Reliability 
24X7, cache 64MB,  interface SATA3, format 3.5", 5.900rpm,

VN010701 75.00 90.00

HDD4TB ST4000VX000
Surveillance Hard Drive,Seagate /Dahiua VIDEO 3.5'' ,  Reliability 
24X7, cache 64MB,  interface SATA3, format 3.5", 5.900rpm,

VN010702 111.00 133.20

HDD6TB
Surveillance Hard Drive,Seagate /Dahiua VIDEO 3.5''  ,Reliability 
24X7, 6000G/5900RPM/256M/ SATA 6Gb/s/RV Sensor/ Dahua LOGO

VN010703 182.00 218.40

HDD8TB
Surveillance Hard Drive,Seagate /Dahiua VIDEO 3.5'' , Reliability 
24X7,  8000G-5900RPM/128M/SATA 6Gb/s/RV Sensor/ Dahua LOGO

VN010705 253.00 303.60

MEMORIJSKE KARTICE

Brand: Team Group
Video class: Class 10
Storage capacity: 64GB

VN020130 12.50 15.00

Brand: Team Group
Video class: Class 10
Storage capacity: 128GB

VN020123 24.16 28.99



Brand: Team Group
Video class: Class 10
Storage capacity: 256GB

VN020133 45.83 55.00

 NOSACI I DOZNE DAHUA

PFA121-V2
Adapter za nazidnu montažu; Vodootporan; Od aluminijuma; Masa 
540g; Dimenzije 134.0mmx133.5mmx56.0mm

VN010801 22.00 26.40

PFA122-V2
Adapter za nazidnu montažu; Vodootporan; Od aluminijuma; Masa 
540g; Dimenzije 134.0mmx133.5mmx56.0mm

VN010802 24.00 28.80

PFA130-E
Univerzalni adapter za nazidnu montazu; Vodootporan; Od 
aluminijuma;

VN010800 17.00 20.40

PFA130-E-B
Univerzalni adapter za nazidnu montazu; Vodootporan; Od 
aluminijuma;

VN010836 17.00 20.40

PFA13A-E
Adapter za nazidnu montažu; Od aluminijuma; Masa 160g; Nosivost 
1kg; Dimenzije  96.8mm x 93.5mm (V); Za kamere serije HAC-
HDWXXXXMP i IPC-HDWXXXXMP

VN010812 10.00 12.00

PFA13B
Adapter za nazidnu montažu; Od aluminijuma; Masa 160g; Nosivost 
1kg; Dimenzije φ96.8mmx93.5mm(V),Za kamere serije HAC-
HDWXXXXRP-VFP

VN010817 10.00 12.00

PFA12A
Adapter za nazidnu montažu; Od plastike; Masa 100g; Nosivost 1kg; 
Dimenzije  210.9mmx97.5mmx35mm ; Za kamere serije HAC-
HDWXXXXMP i IPC-HDWXXXXMP

VN010814 4.00 4.80

PFA113
Adapter za plafonsku montazu.Od aluminijuma:Φ53mmx420mm 
(Φ2.09”x16.54”).Tazina 1kg

VN010818 28.00 33.60

PFA134
Adapter za nazidnu montazu, Od aluminijuma, Dimenzije 90mm
(prečnik) x 35mm. Vodootporna. HAC-HFWXXXXS,  HAC-HFW1400T, 
HAC-HFW1XXXR, HAC-HFW1XXXT,   

VN010803 12.00 14.40



PFA135 
Adapter za nazidnu montažu;Od aluminijuma; Masa 220g; Nosivost 
1kg; Dimenzije 90mmx35mm; Za kamere HAC-HFWXX00RP, HAC-
HFWXX00SP i IPC-HFWXXX0SP

VN010804 9.00 10.80

PFA136
Adapter za nazidnu montažu; Vodootporan; Od aluminijuma; Masa 
190g; Dimenzije 110.0mmx34.0mm, IPC-HDBWXXXXE-ASE, IPC-
HDBWXXXXE-W, IPC-HDBW12XXE,  

VN010805 13.00 15.60

PFA13C
Adapter za nazidnu montažu; Vodootporan; Od aluminijuma; Masa 
220g; DimenzijeФ123mmx37.2mm (Ф4.84”x1.46”)

VN010829 11.00 13.20

PFA137 
Adapter za nazidnu montažu; Vodootporan; Od aluminijuma; Masa 
240g; Dimenzije 122.0mmx34.2mm, HAC-HDBWXXXXR-VF, IPC-
HDW2XXXR-ZS, IPC-HDBWXXXXR-ZS/VFS, HAC-HDBWXXXXR-Z

VN010806 12.00 14.40

PFA13G 
Adapter za nazidnu montažu; Vodootporan; Od aluminijuma;

VN010834 13.00 15.60

PFA139 
Adapter za nazidnu montažu; Od aluminijuma; Masa 160g; Nosivost 
1kg; Dimenzije  108mm x 33.8mm (V); Za kamere serije 
IPC/HACXXXXEM(-A), 

VN010807 12.00 14.40

PFA140
Vodootporna kutija za napajanje.Od aluminijuma za SD5A232XA-
HNR, SD50432XA-HNR, SD50232XA-HNR
SD5A432XA-HNR, SD5A225XA-HNR

VN010815 109.00 130.80

PFB200C
Aluminijumski nosač  za unutar plafona.

VN010816 20.00 24.00

PFB204W 
Aluminijumski nosač  za zidnu montazu.

VN010811 16.00 19.20

PFB203W 
Aluminijumski nosač  za zidnu montazu.

VN010810 15.00 18.00

PFB205W 
Aluminijumski nosač  za zidnu montazu.

VN010835 15.00 18.00



PFB300C
Aluminijumski nosač  za plafonsku montazu.Φ133.6mmx235.5mm 
(Φ5.26”x16.54”)

VN010820 22.00 26.40

PFB300S
Aluminijumski nosač  za zidnu montazu

VN010819 21.00 25.20

PFA152-E 
Adapter za montažu kamere na stub; 

VN010808 16.00 19.20

PFA151 
Adapter za montažu zidnog nosača na ugao; Dimenzije 243mm x 
170mm x 138mm; Masa 1,7kg; Nosivost 10kg; Odgovara speed 
dome kamerama montiranim zidni nosač, i fisknim kamerama 

VN010830 30.00 36.00

PFA150 
Adapter za montažu kamere na stub; Odgovara speed dome 
kamerama montiranim zidni nosač; Dimenzije 130.4mm x 170mm x 
45mm; Pogodan za stubove ø80-130mm; Masa 1kg; Nosivost 10kg

VN010809 30.00 36.00

DOZNE -OSTALO

DOZNA ZA KAMERE B116                                        
Razvodna kutija za spoljašnu montažu kamere; Pogodna za 
direktnu montažu kamere na kutiju i smeštanje konektora za 
povezivanje. Boja bela.

VN020134 4.16 4.99

DOZNA ZA KAMERE BA-01                                            
Razvodna kutija za spoljašnu montažu kamere, 131x131x51 mm; 
Pogodna za direktnu montažu kamere na kutiju i smeštanje 
konektora za povezivanje. Boja bela.

VN020045 4.16 4.99

DOZNA ZA KAMERE BA-02
Razvodna kutija za unutrašnju montažu kamere, 120/50mm; 
Pogodna za direktnu montažu kamere na kutiju i smeštanje 
konektora za povezivanje..

VN020146 3.33 4.00


